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Hardware
CPU Name: AMD Opteron 2218
CPU Characteristics:  
CPU MHz: 2600
FPU: Integrated
CPU(s) enabled: 4 cores, 2 chips, 2 cores/chip
CPU(s) orderable: 1, 2 chips
Primary Cache: 64 KB I + 64 KB D on chip per core
Secondary Cache: 1 MB I+D on chip per core
L3 Cache: None
Other Cache: None
Memory: 16 GB (8 x 2GB DDR2-5300 ECC)
Disk Subsystem: 1 x 36 GB SAS, 10000 RPM
Other Hardware: None

Software
Operating System: SLES 10 (x86_64), 2.6.16.21-0.8-smp
Compiler: QLogic PathScale

Compiler Suite, Release 3.0
Auto Parallel: No
File System: ext3
System State: Multi-user, run level 3
Base Pointers: 64-bit
Peak Pointers: 32/64-bit
Other Software: MicroQuill SmartHeap 8.1
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Results Table

Benchmark Copies Seconds Ratio Seconds Ratio Seconds Ratio
Base

Copies Seconds Ratio Seconds Ratio Seconds Ratio
Peak

400.perlbench 4 828 47.2 827 47.2 827 47.2 4 683 57.3 685 57.1 687 56.9

401.bzip2 4 1054 36.6 1052 36.7 1055 36.6 4 1047 36.9 1047 36.9 1049 36.8

403.gcc 4 955 33.7 962 33.5 956 33.7 4 772 41.7 775 41.5 774 41.6

429.mcf 4 952 38.3 952 38.3 953 38.3 4 735 49.6 732 49.9 733 49.8

445.gobmk 4 795 52.8 797 52.7 795 52.8 4 671 62.6 672 62.5 671 62.6

456.hmmer 4 731 51.0 726 51.4 726 51.4 4 539 69.2 541 69.0 540 69.1

458.sjeng 4 1006 48.1 1011 47.9 1008 48.0 4 927 52.2 930 52.0 929 52.1

462.libquantum 4 1677 49.4 1667 49.7 1670 49.6 4 1671 49.6 1672 49.6 1671 49.6

464.h264ref 4 1151 76.9 1136 77.9 1159 76.4 4 1115 79.4 1106 80.0 1113 79.5

471.omnetpp 4 713 35.0 714 35.0 712 35.1 4 710 35.2 712 35.1 712 35.1

473.astar 4 802 35.0 800 35.1 804 34.9 4 802 35.0 800 35.1 804 34.9

483.xalancbmk 4 501 55.1 503 54.9 503 54.9 4 496 55.6 497 55.5 497 55.5

Results appear in the order in which they were run. Bold underlined text indicates a median measurement.

General Notes
 taskset utility used to bind CPU(s) to processes

Base Compiler Invocation
C benchmarks: 

pathcc

C++ benchmarks: 
pathCC

Base Portability Flags
 400.perlbench: -DSPEC_CPU_LP64 -DSPEC_CPU_LINUX_X64

 401.bzip2: -DSPEC_CPU_LP64
 403.gcc: -DSPEC_CPU_LP64
 429.mcf: -DSPEC_CPU_LP64

 445.gobmk: -DSPEC_CPU_LP64
 456.hmmer: -DSPEC_CPU_LP64

 458.sjeng: -DSPEC_CPU_LP64
 462.libquantum: -DSPEC_CPU_LP64 -DSPEC_CPU_LINUX

 464.h264ref: -DSPEC_CPU_LP64
 483.xalancbmk: -DSPEC_CPU_LINUX
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Base Optimization Flags
C benchmarks: 

-Ofast -OPT:malloc_alg=1

C++ benchmarks: 
-Ofast -m32 -L/tools/SmartHeap_8.1/lib -lsmartheap

Base Other Flags
C benchmarks: 

-IPA:max_jobs=2

C++ benchmarks: 
-IPA:max_jobs=2

Peak Compiler Invocation
C benchmarks: 

pathcc

C++ benchmarks: 
pathCC

Peak Portability Flags
 400.perlbench: -DSPEC_CPU_LP64 -DSPEC_CPU_LINUX_X64

 401.bzip2: -DSPEC_CPU_LP64
 445.gobmk: -DSPEC_CPU_LP64
 456.hmmer: -DSPEC_CPU_LP64

 458.sjeng: -DSPEC_CPU_LP64
 462.libquantum: -DSPEC_CPU_LP64 -DSPEC_CPU_LINUX

 464.h264ref: -DSPEC_CPU_LP64
 483.xalancbmk: -DSPEC_CPU_LINUX

Peak Optimization Flags
C benchmarks: 

 400.perlbench: -fb_create fbdata(pass 1) -fb_opt fbdata(pass 2) -Ofast 
-LNO:opt=0

 401.bzip2: -O3 -LNO:ou_prod_max=10 -OPT:Ofast -OPT:alias=disjoint

Continued on next page
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http://www.spec.org/cpu2006/results/res2007q3/cpu2006-20070719-01462.flags.html#user_peakCOPTIMIZE401_bzip2_F-LNO:ou_prod_max_bed85e60709fd289a6c1b6417fd484ef
http://www.spec.org/cpu2006/results/res2007q3/cpu2006-20070719-01462.flags.html#user_peakCOPTIMIZE401_bzip2_F-OPT:Ofast
http://www.spec.org/cpu2006/results/res2007q3/cpu2006-20070719-01462.flags.html#user_peakCOPTIMIZE401_bzip2_F-OPT:alias_af85d624bc8c113f27b06a81a9df063d
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Peak Optimization Flags (Continued)
 403.gcc: -fb_create fbdata(pass 1) -fb_opt fbdata(pass 2) -m32 -O3 

-OPT:Ofast

 429.mcf: -m32 -O3 -ipa -L/tools/SmartHeap_8.1/lib -lsmartheap

 445.gobmk: -fb_create fbdata(pass 1) -fb_opt fbdata(pass 2) -O3 
-OPT:alias=disjoint -LNO:simd=0 -LNO:minvariant=off 
-WOPT:retype_expr=on

 456.hmmer: -O2 -OPT:alias=disjoint -OPT:malloc_alg=1 -CG:cflow=0

 458.sjeng: -fb_create fbdata(pass 1) -fb_opt fbdata(pass 2) -O3 
-IPA:plimit=50000 -IPA:pu_reorder=2

 462.libquantum: -O3 -ipa -CG:local_fwd_sched=on -IPA:space=1000

 464.h264ref: -fb_create fbdata(pass 1) -fb_opt fbdata(pass 2) -O3 
-IPA:plimit=20000 -OPT:alias=disjoint -LNO:prefetch=0

C++ benchmarks: 

 471.omnetpp: -Ofast -CG:gcm=off -m32 
-L/tools/SmartHeap_8.1/lib -lsmartheap

 473.astar: basepeak = yes

 483.xalancbmk: -Ofast -m32 -OPT:unroll_times_max=8 
-L/tools/SmartHeap_8.1/lib -lsmartheap

Peak Other Flags
C benchmarks: 

-IPA:max_jobs=2

C++ benchmarks: 
-IPA:max_jobs=2

The flags file that was used to format this result can be browsed at
http://www.spec.org/cpu2006/flags/CPU2006_flags.20090714.13.html

You can also download the XML flags source by saving the following link:
http://www.spec.org/cpu2006/flags/CPU2006_flags.20090714.13.xml
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http://www.spec.org/cpu2006/results/res2007q3/cpu2006-20070719-01462.flags.html#user_peakCOPTIMIZE403_gcc_F-m32
http://www.spec.org/cpu2006/results/res2007q3/cpu2006-20070719-01462.flags.html#user_peakCOPTIMIZE403_gcc_F-O_n
http://www.spec.org/cpu2006/results/res2007q3/cpu2006-20070719-01462.flags.html#user_peakCOPTIMIZE403_gcc_F-OPT:Ofast
http://www.spec.org/cpu2006/results/res2007q3/cpu2006-20070719-01462.flags.html#user_peakCOPTIMIZE429_mcf_F-m32
http://www.spec.org/cpu2006/results/res2007q3/cpu2006-20070719-01462.flags.html#user_peakCOPTIMIZE429_mcf_F-O_n
http://www.spec.org/cpu2006/results/res2007q3/cpu2006-20070719-01462.flags.html#user_peakCOPTIMIZE429_mcf_F-ipa
http://www.spec.org/cpu2006/results/res2007q3/cpu2006-20070719-01462.flags.html#user_peakEXTRA_CLIBS429_mcf_F-L_lib_directory_lsmartheap_73681cd8815c2332c636b21f9d1e352d
http://www.spec.org/cpu2006/results/res2007q3/cpu2006-20070719-01462.flags.html#user_peakPASS1_CFLAGSPASS1_LDFLAGS445_gobmk_F-fb_create_fbdata
http://www.spec.org/cpu2006/results/res2007q3/cpu2006-20070719-01462.flags.html#user_peakPASS2_CFLAGSPASS2_LDFLAGS445_gobmk_F-fb_opt_fbdata
http://www.spec.org/cpu2006/results/res2007q3/cpu2006-20070719-01462.flags.html#user_peakCOPTIMIZE445_gobmk_F-O_n
http://www.spec.org/cpu2006/results/res2007q3/cpu2006-20070719-01462.flags.html#user_peakCOPTIMIZE445_gobmk_F-OPT:alias_af85d624bc8c113f27b06a81a9df063d
http://www.spec.org/cpu2006/results/res2007q3/cpu2006-20070719-01462.flags.html#user_peakCOPTIMIZE445_gobmk_F-LNO:simd_fe5269a1a2b4239f5b10f7374245fa5e
http://www.spec.org/cpu2006/results/res2007q3/cpu2006-20070719-01462.flags.html#user_peakCOPTIMIZE445_gobmk_F-LNO:minvariant_a776c3bc784ad80e9102d6e7182fd822
http://www.spec.org/cpu2006/results/res2007q3/cpu2006-20070719-01462.flags.html#user_peakCOPTIMIZE445_gobmk_F-WOPT:retype_expr_764bafeadaaa157a49ad4a99c305f4aa
http://www.spec.org/cpu2006/results/res2007q3/cpu2006-20070719-01462.flags.html#user_peakCOPTIMIZE456_hmmer_F-O_n_b5fb2f64a2668606ede8f74eb708e30b
http://www.spec.org/cpu2006/results/res2007q3/cpu2006-20070719-01462.flags.html#user_peakCOPTIMIZE456_hmmer_F-OPT:alias_af85d624bc8c113f27b06a81a9df063d
http://www.spec.org/cpu2006/results/res2007q3/cpu2006-20070719-01462.flags.html#user_peakCOPTIMIZE456_hmmer_F-OPT:malloc_alg_58733815edefaa612c2ed769b716daa0
http://www.spec.org/cpu2006/results/res2007q3/cpu2006-20070719-01462.flags.html#user_peakCOPTIMIZE456_hmmer_F-CG:cflow_75ba632a6a95410c488fc5f313a16b42
http://www.spec.org/cpu2006/results/res2007q3/cpu2006-20070719-01462.flags.html#user_peakPASS1_CFLAGSPASS1_LDFLAGS458_sjeng_F-fb_create_fbdata
http://www.spec.org/cpu2006/results/res2007q3/cpu2006-20070719-01462.flags.html#user_peakPASS2_CFLAGSPASS2_LDFLAGS458_sjeng_F-fb_opt_fbdata
http://www.spec.org/cpu2006/results/res2007q3/cpu2006-20070719-01462.flags.html#user_peakCOPTIMIZE458_sjeng_F-O_n
http://www.spec.org/cpu2006/results/res2007q3/cpu2006-20070719-01462.flags.html#user_peakCOPTIMIZE458_sjeng_F-IPA:plimit_abe3e22116328630db7cb644ba1d9de4
http://www.spec.org/cpu2006/results/res2007q3/cpu2006-20070719-01462.flags.html#user_peakCOPTIMIZE458_sjeng_F-IPA:pu_reorder_c53c1bdd11e073d0696b1a78cff7970a
http://www.spec.org/cpu2006/results/res2007q3/cpu2006-20070719-01462.flags.html#user_peakCOPTIMIZE462_libquantum_F-O_n
http://www.spec.org/cpu2006/results/res2007q3/cpu2006-20070719-01462.flags.html#user_peakCOPTIMIZE462_libquantum_F-ipa
http://www.spec.org/cpu2006/results/res2007q3/cpu2006-20070719-01462.flags.html#user_peakCOPTIMIZE462_libquantum_F-CG:local_fwd_sched_2ef8c74b5e57d9fbef37aacd56074031
http://www.spec.org/cpu2006/results/res2007q3/cpu2006-20070719-01462.flags.html#user_peakCOPTIMIZE462_libquantum_F-IPA:space_c9bbe29528367b105ad35257b33b6205
http://www.spec.org/cpu2006/results/res2007q3/cpu2006-20070719-01462.flags.html#user_peakPASS1_CFLAGSPASS1_LDFLAGS464_h264ref_F-fb_create_fbdata
http://www.spec.org/cpu2006/results/res2007q3/cpu2006-20070719-01462.flags.html#user_peakPASS2_CFLAGSPASS2_LDFLAGS464_h264ref_F-fb_opt_fbdata
http://www.spec.org/cpu2006/results/res2007q3/cpu2006-20070719-01462.flags.html#user_peakCOPTIMIZE464_h264ref_F-O_n
http://www.spec.org/cpu2006/results/res2007q3/cpu2006-20070719-01462.flags.html#user_peakCOPTIMIZE464_h264ref_F-IPA:plimit_89e6fd9421ace0d5dab294a0a1b8be33
http://www.spec.org/cpu2006/results/res2007q3/cpu2006-20070719-01462.flags.html#user_peakCOPTIMIZE464_h264ref_F-OPT:alias_af85d624bc8c113f27b06a81a9df063d
http://www.spec.org/cpu2006/results/res2007q3/cpu2006-20070719-01462.flags.html#user_peakCOPTIMIZE464_h264ref_F-LNO:prefetch_697fbd9f9feab3edac5397fc7beec995
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#CXXbenchmarks
http://www.spec.org/cpu2006/results/res2007q3/cpu2006-20070719-01462.flags.html#user_peakCXXOPTIMIZE471_omnetpp_F-Ofast
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