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IBM System x3655 (AMD Opteron 2220)

SPECfp2006 = 13.9

SPECfp_base2006 = 13.2
CPU2006 license: 11 Test date: Jul-2007
Test sponsor: IBM Corporation Hardware Availability: Jan-2007
Tested by: IBM Corporation Software Availability: Mar-2007
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SPECfp2006 = 13.9
SPECfp_base2006 = 13.2
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Hardware
CPU Name: AMD Opteron 2220
CPU Characteristics:  
CPU MHz: 2800
FPU: Integrated
CPU(s) enabled: 4 cores, 2 chips, 2 cores/chip
CPU(s) orderable: 1, 2 chips
Primary Cache: 64 KB I + 64 KB D on chip per core
Secondary Cache: 1 MB I+D on chip per core

Software
Operating System: SLES 10 (x86_64), 2.6.16.21-0.8-smp
Compiler: QLogic PathScale

Compiler Suite, Release 3.0
Auto Parallel: No
File System: ext3
System State: Multi-user, run level 3
Base Pointers: 64-bit
Peak Pointers: 32/64-bit
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L3 Cache: None
Other Cache: None
Memory: 16 GB (8 x 2GB DDR2-5300 ECC)
Disk Subsystem: 1 x 36 GB SAS, 10000 RPM
Other Hardware: None

Other Software: None

Results Table

Benchmark Seconds Ratio Seconds Ratio Seconds Ratio
Base

Seconds Ratio Seconds Ratio Seconds Ratio
Peak

410.bwaves 726 18.7 726 18.7 727 18.7 683 19.9 681 19.9 681 19.9

416.gamess 1385 14.1 1382 14.2 1383 14.2 1221 16.0 1226 16.0 1222 16.0

433.milc 805 11.4 791 11.6 786 11.7 760 12.1 759 12.1 756 12.1

434.zeusmp 794 11.5 795 11.4 796 11.4 781 11.7 781 11.7 780 11.7

435.gromacs 581 12.3 578 12.4 578 12.4 511 14.0 509 14.0 510 14.0

436.cactusADM 930 12.9 927 12.9 922 13.0 878 13.6 881 13.6 878 13.6

437.leslie3d 761 12.3 763 12.3 768 12.2 761 12.3 763 12.3 768 12.2

444.namd 656 12.2 657 12.2 657 12.2 619 13.0 620 12.9 619 13.0

447.dealII 606 18.9 605 18.9 607 18.8 533 21.5 534 21.4 533 21.4

450.soplex 845 9.87 850 9.81 845 9.86 751 11.1 751 11.1 752 11.1

453.povray 326 16.3 326 16.3 326 16.3 296 18.0 297 17.9 295 18.0

454.calculix 1107 7.46 1106 7.46 1108 7.44 1024 8.05 1026 8.04 1025 8.05

459.GemsFDTD 883 12.0 884 12.0 884 12.0 909 11.7 909 11.7 901 11.8

465.tonto 643 15.3 645 15.3 643 15.3 643 15.3 645 15.3 643 15.3

470.lbm 891 15.4 921 14.9 929 14.8 891 15.4 921 14.9 929 14.8

481.wrf 713 15.7 715 15.6 714 15.6 713 15.7 715 15.6 714 15.6

482.sphinx3 1353 14.4 1351 14.4 1355 14.4 1353 14.4 1351 14.4 1355 14.4

Results appear in the order in which they were run. Bold underlined text indicates a median measurement.

General Notes
 taskset utility used to bind CPU(s) to processes
DSPEC_CPU_TABLE_WORKAROUND was used for portability when compiling 447.dealII
due to compilation being performed on SLES 9 SP3

Base Compiler Invocation
C benchmarks: 

pathcc

C++ benchmarks: 
pathCC
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Base Compiler Invocation (Continued)
Fortran benchmarks: 

pathf95

Benchmarks using both Fortran and C: 
pathcc pathf95

Base Portability Flags
 410.bwaves: -DSPEC_CPU_LP64
 416.gamess: -DSPEC_CPU_LP64

 433.milc: -DSPEC_CPU_LP64
 434.zeusmp: -DSPEC_CPU_LP64

 435.gromacs: -DSPEC_CPU_LP64
 436.cactusADM: -DSPEC_CPU_LP64 -fno-second-underscore

 437.leslie3d: -DSPEC_CPU_LP64
 444.namd: -DSPEC_CPU_LP64
 447.dealII: -DSPEC_CPU_LP64 -DSPEC_CPU_TABLE_WORKAROUND

 450.soplex: -DSPEC_CPU_LP64
 453.povray: -DSPEC_CPU_LP64

 454.calculix: -DSPEC_CPU_LP64
 459.GemsFDTD: -DSPEC_CPU_LP64

 465.tonto: -DSPEC_CPU_LP64
 470.lbm: -DSPEC_CPU_LP64
 481.wrf: -DSPEC_CPU_LP64 -DSPEC_CPU_LINUX -fno-second-underscore

 482.sphinx3: -DSPEC_CPU_LP64

Base Optimization Flags
C benchmarks: 

-Ofast

C++ benchmarks: 
-Ofast

Fortran benchmarks: 
-Ofast -OPT:malloc_alg=1

Benchmarks using both Fortran and C: 
-Ofast -OPT:malloc_alg=1

Base Other Flags
C benchmarks: 

-IPA:max_jobs=2

Continued on next page
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Base Other Flags (Continued)
C++ benchmarks: 

-IPA:max_jobs=2

Fortran benchmarks: 
-IPA:max_jobs=2

Benchmarks using both Fortran and C: 
-IPA:max_jobs=2

Peak Compiler Invocation
C benchmarks: 

pathcc

C++ benchmarks: 
pathCC

Fortran benchmarks: 
pathf95

Benchmarks using both Fortran and C: 
pathcc pathf95

Peak Portability Flags
 410.bwaves: -DSPEC_CPU_LP64
 416.gamess: -DSPEC_CPU_LP64

 433.milc: -DSPEC_CPU_LP64
 434.zeusmp: -DSPEC_CPU_LP64

 435.gromacs: -DSPEC_CPU_LP64
 436.cactusADM: -DSPEC_CPU_LP64 -fno-second-underscore

 437.leslie3d: -DSPEC_CPU_LP64
 444.namd: -DSPEC_CPU_LP64
 447.dealII: -DSPEC_CPU_TABLE_WORKAROUND

 453.povray: -DSPEC_CPU_LP64
 454.calculix: -DSPEC_CPU_LP64

 459.GemsFDTD: -DSPEC_CPU_LP64
 465.tonto: -DSPEC_CPU_LP64
 470.lbm: -DSPEC_CPU_LP64
 481.wrf: -DSPEC_CPU_LP64 -DSPEC_CPU_LINUX -fno-second-underscore

 482.sphinx3: -DSPEC_CPU_LP64
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Peak Optimization Flags
C benchmarks: 

 433.milc: -Ofast -CG:cflow=off -LNO:prefetch=1 -OPT:malloc_alg=1

 470.lbm: basepeak = yes

 482.sphinx3: basepeak = yes

C++ benchmarks: 

 444.namd: -fb_create fbdata(pass 1) -fb_opt fbdata(pass 2) -Ofast 
-fno-exceptions

 447.dealII: -Ofast -INLINE:aggressive=on -LNO:opt=0 -OPT:alias=disjoint 
-m32 -fno-exceptions

 450.soplex: -fb_create fbdata(pass 1) -fb_opt fbdata(pass 2) -m32 -O3 
-OPT:IEEE_arith=3 -CG:load_exe=0 -CG:movnti=1 
-LNO:minvariant=off -LNO:prefetch=1 -fno-exceptions

 453.povray: -fb_create fbdata(pass 1) -fb_opt fbdata(pass 2) -Ofast 
-fno-fast-math

Fortran benchmarks: 

 410.bwaves: -fb_create fbdata(pass 1) -fb_opt fbdata(pass 2) -O3 
-OPT:Ofast -OPT:IEEE_arith=3 -LNO:blocking=off 
-LNO:ignore_feedback=off

 416.gamess: -fb_create fbdata(pass 1) -fb_opt fbdata(pass 2) -O2 
-OPT:Ofast -OPT:ro=3 -OPT:unroll_size=256

 434.zeusmp: -Ofast -CG:local_fwd_sched=on -LNO:blocking=off 
-LNO:interchange=off -LNO:fu=10 -LNO:full_unroll_outer=on

 437.leslie3d: basepeak = yes

 459.GemsFDTD: -Ofast -LNO:fission=2 -LNO:prefetch=0

 465.tonto: basepeak = yes

Benchmarks using both Fortran and C: 

 435.gromacs: -O3 -OPT:rsqrt=2 -OPT:ro=3

 436.cactusADM: -fb_create fbdata(pass 1) -fb_opt fbdata(pass 2) -O3 
-LNO:prefetch=3 -LNO:prefetch_ahead=5 -LNO:ou_prod_max=10 
-LNO:full_unroll=5 -ipa

Continued on next page

mailto:info@spec.org
http://www.spec.org/
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#SPECCFP2006Result
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#SPECfp2006
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#SPECfpbase2006
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#CPU2006license
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#Testdate
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#Testsponsor
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#HardwareAvailability
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#Testedby
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#SoftwareAvailability
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#PeakOptimizationFlags
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#Cbenchmarks
http://www.spec.org/cpu2006/results/res2007q3/cpu2006-20070802-01607.flags.html#user_peakCOPTIMIZE433_milc_F-Ofast
http://www.spec.org/cpu2006/results/res2007q3/cpu2006-20070802-01607.flags.html#user_peakCOPTIMIZE433_milc_F-CG:cflow_59bf7cf2d5ef66afa35b569c783e7a7c
http://www.spec.org/cpu2006/results/res2007q3/cpu2006-20070802-01607.flags.html#user_peakCOPTIMIZE433_milc_F-LNO:prefetch_0e04e5068d643a77d1eab8e86f5e8697
http://www.spec.org/cpu2006/results/res2007q3/cpu2006-20070802-01607.flags.html#user_peakCOPTIMIZE433_milc_F-OPT:malloc_alg_58733815edefaa612c2ed769b716daa0
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#CXXbenchmarks
http://www.spec.org/cpu2006/results/res2007q3/cpu2006-20070802-01607.flags.html#user_peakPASS1_CXXFLAGSPASS1_LDFLAGS444_namd_F-fb_create_fbdata
http://www.spec.org/cpu2006/results/res2007q3/cpu2006-20070802-01607.flags.html#user_peakPASS2_CXXFLAGSPASS2_LDFLAGS444_namd_F-fb_opt_fbdata
http://www.spec.org/cpu2006/results/res2007q3/cpu2006-20070802-01607.flags.html#user_peakCXXOPTIMIZE444_namd_F-Ofast
http://www.spec.org/cpu2006/results/res2007q3/cpu2006-20070802-01607.flags.html#user_peakCXXOPTIMIZE444_namd_F-fexceptions
http://www.spec.org/cpu2006/results/res2007q3/cpu2006-20070802-01607.flags.html#user_peakCXXOPTIMIZE447_dealII_F-Ofast
http://www.spec.org/cpu2006/results/res2007q3/cpu2006-20070802-01607.flags.html#user_peakCXXOPTIMIZE447_dealII_F-INLINE:aggressive_e14807c0a1e56a6a83cb25ab07c7ae8a
http://www.spec.org/cpu2006/results/res2007q3/cpu2006-20070802-01607.flags.html#user_peakCXXOPTIMIZE447_dealII_F-LNO:opt
http://www.spec.org/cpu2006/results/res2007q3/cpu2006-20070802-01607.flags.html#user_peakCXXOPTIMIZE447_dealII_F-OPT:alias_af85d624bc8c113f27b06a81a9df063d
http://www.spec.org/cpu2006/results/res2007q3/cpu2006-20070802-01607.flags.html#user_peakCXXOPTIMIZE447_dealII_F-m32
http://www.spec.org/cpu2006/results/res2007q3/cpu2006-20070802-01607.flags.html#user_peakCXXOPTIMIZE447_dealII_F-fexceptions
http://www.spec.org/cpu2006/results/res2007q3/cpu2006-20070802-01607.flags.html#user_peakPASS1_CXXFLAGSPASS1_LDFLAGS450_soplex_F-fb_create_fbdata
http://www.spec.org/cpu2006/results/res2007q3/cpu2006-20070802-01607.flags.html#user_peakPASS2_CXXFLAGSPASS2_LDFLAGS450_soplex_F-fb_opt_fbdata
http://www.spec.org/cpu2006/results/res2007q3/cpu2006-20070802-01607.flags.html#user_peakCXXOPTIMIZE450_soplex_F-m32
http://www.spec.org/cpu2006/results/res2007q3/cpu2006-20070802-01607.flags.html#user_peakCXXOPTIMIZE450_soplex_F-O_n
http://www.spec.org/cpu2006/results/res2007q3/cpu2006-20070802-01607.flags.html#user_peakCXXOPTIMIZE450_soplex_F-OPT:IEEE_arith_deed7f378bba536bb15e5525c2cfff5d
http://www.spec.org/cpu2006/results/res2007q3/cpu2006-20070802-01607.flags.html#user_peakCXXOPTIMIZE450_soplex_F-CG:load_exe_274d025dc8e91b4834366e9e44cd78e3
http://www.spec.org/cpu2006/results/res2007q3/cpu2006-20070802-01607.flags.html#user_peakCXXOPTIMIZE450_soplex_F-CG:movnti_c5191dc1f6da57382570e339f0143b6b
http://www.spec.org/cpu2006/results/res2007q3/cpu2006-20070802-01607.flags.html#user_peakCXXOPTIMIZE450_soplex_F-LNO:minvariant_a776c3bc784ad80e9102d6e7182fd822
http://www.spec.org/cpu2006/results/res2007q3/cpu2006-20070802-01607.flags.html#user_peakCXXOPTIMIZE450_soplex_F-LNO:prefetch_0e04e5068d643a77d1eab8e86f5e8697
http://www.spec.org/cpu2006/results/res2007q3/cpu2006-20070802-01607.flags.html#user_peakCXXOPTIMIZE450_soplex_F-fexceptions
http://www.spec.org/cpu2006/results/res2007q3/cpu2006-20070802-01607.flags.html#user_peakPASS1_CXXFLAGSPASS1_LDFLAGS453_povray_F-fb_create_fbdata
http://www.spec.org/cpu2006/results/res2007q3/cpu2006-20070802-01607.flags.html#user_peakPASS2_CXXFLAGSPASS2_LDFLAGS453_povray_F-fb_opt_fbdata
http://www.spec.org/cpu2006/results/res2007q3/cpu2006-20070802-01607.flags.html#user_peakCXXOPTIMIZE453_povray_F-Ofast
http://www.spec.org/cpu2006/results/res2007q3/cpu2006-20070802-01607.flags.html#user_peakCXXOPTIMIZE453_povray_F-ffast-math_cb1f990333d6d7465624ab391f01c752
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#Fortranbenchmarks
http://www.spec.org/cpu2006/results/res2007q3/cpu2006-20070802-01607.flags.html#user_peakPASS1_FFLAGSPASS1_LDFLAGS410_bwaves_F-fb_create_fbdata
http://www.spec.org/cpu2006/results/res2007q3/cpu2006-20070802-01607.flags.html#user_peakPASS2_FFLAGSPASS2_LDFLAGS410_bwaves_F-fb_opt_fbdata
http://www.spec.org/cpu2006/results/res2007q3/cpu2006-20070802-01607.flags.html#user_peakFOPTIMIZE410_bwaves_F-O_n
http://www.spec.org/cpu2006/results/res2007q3/cpu2006-20070802-01607.flags.html#user_peakFOPTIMIZE410_bwaves_F-OPT:Ofast
http://www.spec.org/cpu2006/results/res2007q3/cpu2006-20070802-01607.flags.html#user_peakFOPTIMIZE410_bwaves_F-OPT:IEEE_arith_deed7f378bba536bb15e5525c2cfff5d
http://www.spec.org/cpu2006/results/res2007q3/cpu2006-20070802-01607.flags.html#user_peakFOPTIMIZE410_bwaves_F-LNO:blocking_806f5758a3ec85ed57cd5625787129f2
http://www.spec.org/cpu2006/results/res2007q3/cpu2006-20070802-01607.flags.html#user_peakFOPTIMIZE410_bwaves_F-LNO:ignore_feedback_1d6d06f39185b277a955c10dfd0a9a73
http://www.spec.org/cpu2006/results/res2007q3/cpu2006-20070802-01607.flags.html#user_peakPASS1_FFLAGSPASS1_LDFLAGS416_gamess_F-fb_create_fbdata
http://www.spec.org/cpu2006/results/res2007q3/cpu2006-20070802-01607.flags.html#user_peakPASS2_FFLAGSPASS2_LDFLAGS416_gamess_F-fb_opt_fbdata
http://www.spec.org/cpu2006/results/res2007q3/cpu2006-20070802-01607.flags.html#user_peakFOPTIMIZE416_gamess_F-O_n_b5fb2f64a2668606ede8f74eb708e30b
http://www.spec.org/cpu2006/results/res2007q3/cpu2006-20070802-01607.flags.html#user_peakFOPTIMIZE416_gamess_F-OPT:Ofast
http://www.spec.org/cpu2006/results/res2007q3/cpu2006-20070802-01607.flags.html#user_peakFOPTIMIZE416_gamess_F-OPT:ro_df424ac2b688fef46f512566ef2e1c44
http://www.spec.org/cpu2006/results/res2007q3/cpu2006-20070802-01607.flags.html#user_peakFOPTIMIZE416_gamess_F-OPT:unroll_size_dfa492f42f50f580c3837c8b22d14f27
http://www.spec.org/cpu2006/results/res2007q3/cpu2006-20070802-01607.flags.html#user_peakFOPTIMIZE434_zeusmp_F-Ofast
http://www.spec.org/cpu2006/results/res2007q3/cpu2006-20070802-01607.flags.html#user_peakFOPTIMIZE434_zeusmp_F-CG:local_fwd_sched_2ef8c74b5e57d9fbef37aacd56074031
http://www.spec.org/cpu2006/results/res2007q3/cpu2006-20070802-01607.flags.html#user_peakFOPTIMIZE434_zeusmp_F-LNO:blocking_806f5758a3ec85ed57cd5625787129f2
http://www.spec.org/cpu2006/results/res2007q3/cpu2006-20070802-01607.flags.html#user_peakFOPTIMIZE434_zeusmp_F-LNO:interchange_57130197a319ddd7676aad2280bcb1be
http://www.spec.org/cpu2006/results/res2007q3/cpu2006-20070802-01607.flags.html#user_peakFOPTIMIZE434_zeusmp_F-LNO:full_unroll_2bd6de5ebb8072d86e3af4c1e6d3abfd
http://www.spec.org/cpu2006/results/res2007q3/cpu2006-20070802-01607.flags.html#user_peakFOPTIMIZE434_zeusmp_F-LNO:full_unroll_outer_8ec9ca57cf5aef8f3504bea1cce2c91b
http://www.spec.org/cpu2006/results/res2007q3/cpu2006-20070802-01607.flags.html#user_peakFOPTIMIZE459_GemsFDTD_F-Ofast
http://www.spec.org/cpu2006/results/res2007q3/cpu2006-20070802-01607.flags.html#user_peakFOPTIMIZE459_GemsFDTD_F-LNO:fission_5cab2649267e6bc8b61d14b4fdbc5ab6
http://www.spec.org/cpu2006/results/res2007q3/cpu2006-20070802-01607.flags.html#user_peakFOPTIMIZE459_GemsFDTD_F-LNO:prefetch_697fbd9f9feab3edac5397fc7beec995
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#BenchmarksusingbothFortranandC
http://www.spec.org/cpu2006/results/res2007q3/cpu2006-20070802-01607.flags.html#user_peakCOPTIMIZEFOPTIMIZE435_gromacs_F-O_n
http://www.spec.org/cpu2006/results/res2007q3/cpu2006-20070802-01607.flags.html#user_peakCOPTIMIZEFOPTIMIZE435_gromacs_F-OPT:rsqrt_86267f9eadbaac77732db1e74eed7bf8
http://www.spec.org/cpu2006/results/res2007q3/cpu2006-20070802-01607.flags.html#user_peakCOPTIMIZEFOPTIMIZE435_gromacs_F-OPT:ro_df424ac2b688fef46f512566ef2e1c44
http://www.spec.org/cpu2006/results/res2007q3/cpu2006-20070802-01607.flags.html#user_peakPASS1_CFLAGSPASS1_FFLAGSPASS1_LDFLAGS436_cactusADM_F-fb_create_fbdata
http://www.spec.org/cpu2006/results/res2007q3/cpu2006-20070802-01607.flags.html#user_peakPASS2_CFLAGSPASS2_FFLAGSPASS2_LDFLAGS436_cactusADM_F-fb_opt_fbdata
http://www.spec.org/cpu2006/results/res2007q3/cpu2006-20070802-01607.flags.html#user_peakCOPTIMIZEFOPTIMIZE436_cactusADM_F-O_n
http://www.spec.org/cpu2006/results/res2007q3/cpu2006-20070802-01607.flags.html#user_peakCOPTIMIZEFOPTIMIZE436_cactusADM_F-LNO:prefetch_73b5a9400a8f80d6e23f06aa34f07c5f
http://www.spec.org/cpu2006/results/res2007q3/cpu2006-20070802-01607.flags.html#user_peakCOPTIMIZEFOPTIMIZE436_cactusADM_F-LNO:prefetch_ahead_c59c70d489a430be6e6f849be2b84ce8
http://www.spec.org/cpu2006/results/res2007q3/cpu2006-20070802-01607.flags.html#user_peakCOPTIMIZEFOPTIMIZE436_cactusADM_F-LNO:ou_prod_max_bed85e60709fd289a6c1b6417fd484ef
http://www.spec.org/cpu2006/results/res2007q3/cpu2006-20070802-01607.flags.html#user_peakCOPTIMIZEFOPTIMIZE436_cactusADM_F-LNO:full_unroll_b2eb06f37b235a02e3bd627a7da3e6f9
http://www.spec.org/cpu2006/results/res2007q3/cpu2006-20070802-01607.flags.html#user_peakCOPTIMIZEFOPTIMIZE436_cactusADM_F-ipa


Standard Performance Evaluation Corporation
info@spec.org

http://www.spec.org/
Page 6

spec
SPEC CFP2006 Result

Copyright 2006-2016 Standard Performance Evaluation Corporation

IBM Corporation
IBM System x3655 (AMD Opteron 2220)

SPECfp2006 = 13.9

SPECfp_base2006 = 13.2
CPU2006 license: 11 Test date: Jul-2007
Test sponsor: IBM Corporation Hardware Availability: Jan-2007
Tested by: IBM Corporation Software Availability: Mar-2007

Peak Optimization Flags (Continued)
 454.calculix: -Ofast -LNO:simd=0 -WOPT:mem_opnds=on

 481.wrf: basepeak = yes

Peak Other Flags
C benchmarks: 

-IPA:max_jobs=2

C++ benchmarks: 
-IPA:max_jobs=2

Fortran benchmarks: 
-IPA:max_jobs=2

Benchmarks using both Fortran and C: 
-IPA:max_jobs=2

The flags file that was used to format this result can be browsed at
http://www.spec.org/cpu2006/flags/CPU2006_flags.20090714.13.html

You can also download the XML flags source by saving the following link:
http://www.spec.org/cpu2006/flags/CPU2006_flags.20090714.13.xml

Originally published on 21 August 2007.
Report generated on Tue Sep 13 11:25:09 2016 by SPEC CPU2006 PS/PDF formatter v6932.
Tested with SPEC CPU2006 v1.0.

For other inquiries, please contact webmaster@spec.org.
For questions about this result, please contact the tester.
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