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Dell Inc.
Dell Precision 390 (Intel X6800, 2.93 GHz)

SPECfp2006 = 17.7

SPECfp_base2006 = 17.3
CPU2006 license: 55 Test date: Aug-2007
Test sponsor: Dell Inc. Hardware Availability: Sep-2007
Tested by: Dell Inc. Software Availability: Jun-2007
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SPECfp2006 = 17.7
SPECfp_base2006 = 17.3
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Hardware
CPU Name: Intel Core 2 Extreme X6800
CPU Characteristics: 1066 MHz Bus Speed
CPU MHz: 2933
FPU: Integrated
CPU(s) enabled: 2 cores, 1 chip, 2 cores/chip
CPU(s) orderable: 1 chip
Primary Cache: 32 KB I + 32 KB D on chip per core
Secondary Cache: 4 MB I+D on chip per chip

Software
Operating System: Windows XP Professional x64 Edition SP2
Compiler: Intel C++ Compiler for Intel 64, Version 10.0

Build 20070426 Package ID: W_CC_P_10.0.025
Intel Visual Fortran Compiler for Intel 64,
Version 10.0
Build 20070426 Package ID: W_FC_P_10.0.025
Microsoft Visual Studio 2005 SP1

Auto Parallel: No
File System: NTFS
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CPU2006 license: 55 Test date: Aug-2007
Test sponsor: Dell Inc. Hardware Availability: Sep-2007
Tested by: Dell Inc. Software Availability: Jun-2007

L3 Cache: None
Other Cache: None
Memory: 4 GB (4x1 GB 667 MHz ECC CL5 DDR2)
Disk Subsystem: 1 x 80 GB SATA 7200 RPM
Other Hardware: None

System State: Default
Base Pointers: 32/64-bit
Peak Pointers: 32/64-bit
Other Software: MicroQuill SmartHeap Library 8.0 for x64

Results Table

Benchmark Seconds Ratio Seconds Ratio Seconds Ratio
Base

Seconds Ratio Seconds Ratio Seconds Ratio
Peak

410.bwaves 593 22.9 592 22.9 595 22.8 594 22.9 594 22.9 592 22.9

416.gamess 957 20.5 957 20.5 957 20.5 937 20.9 937 20.9 937 20.9

433.milc 779 11.8 777 11.8 776 11.8 773 11.9 773 11.9 773 11.9

434.zeusmp 523 17.4 523 17.4 523 17.4 501 18.2 501 18.2 501 18.2

435.gromacs 391 18.3 391 18.3 391 18.3 388 18.4 388 18.4 388 18.4

436.cactusADM 585 20.4 585 20.4 585 20.4 585 20.4 585 20.4 585 20.4

437.leslie3d 657 14.3 646 14.5 645 14.6 650 14.5 647 14.5 648 14.5

444.namd 519 15.4 519 15.4 519 15.4 511 15.7 511 15.7 511 15.7

447.dealII 697 16.4 697 16.4 697 16.4 654 17.5 654 17.5 654 17.5

450.soplex 574 14.5 574 14.5 574 14.5 567 14.7 566 14.7 567 14.7

453.povray 245 21.7 245 21.7 245 21.7 196 27.1 196 27.1 196 27.1

454.calculix 575 14.3 575 14.3 575 14.3 575 14.3 575 14.3 575 14.3

459.GemsFDTD 854 12.4 852 12.5 853 12.4 854 12.4 852 12.5 853 12.4

465.tonto 544 18.1 544 18.1 544 18.1 542 18.2 542 18.2 542 18.2

470.lbm 863 15.9 854 16.1 856 16.1 854 16.1 854 16.1 854 16.1

481.wrf 537 20.8 537 20.8 536 20.8 537 20.8 537 20.8 536 20.8

482.sphinx3 796 24.5 795 24.5 794 24.5 777 25.1 776 25.1 777 25.1

Results appear in the order in which they were run. Bold underlined text indicates a median measurement.

General Notes
 Binaries were built on Windows Vista Ultimate (64-bit)

Base Compiler Invocation
C benchmarks: 

icl -Qstd=c99

C++ benchmarks: 
icl

Fortran benchmarks: 
ifort
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Base Compiler Invocation (Continued)
Benchmarks using both Fortran and C: 

icl -Qstd=c99 ifort

Base Portability Flags
 410.bwaves: -DSPEC_CPU_P64
 416.gamess: -DSPEC_CPU_P64

 433.milc: -D_Complex= -DSPEC_CPU_P64
 434.zeusmp: -DSPEC_CPU_P64

 435.gromacs: -D_Complex= -DSPEC_CPU_P64
 436.cactusADM: -D_Complex= -DSPEC_CPU_P64 -Qlowercase /assume:underscore

 437.leslie3d: -DSPEC_CPU_P64
 444.namd: -DSPEC_CPU_P64 /TP
 447.dealII: -D_Complex= -DSPEC_CPU_P64 -DBOOST_NO_INTRINSIC_WCHAR_T 

-DDEAL_II_MEMBER_VAR_SPECIALIZATION_BUG
 450.soplex: -DSPEC_CPU_P64
 453.povray: -DSPEC_CPU_P64 -DSPEC_CPU_WINDOWS_ICL

 454.calculix: -D_Complex= -DSPEC_CPU_P64 -DSPEC_CPU_NOZMODIFIER 
-Qlowercase

 459.GemsFDTD: -DSPEC_CPU_P64
 465.tonto: -DSPEC_CPU_P64
 470.lbm: -D_Complex= -DSPEC_CPU_P64
 481.wrf: -DSPEC_CPU_P64 -DSPEC_CPU_WINDOWS_ICL

 482.sphinx3: -D_Complex= -DSPEC_CPU_P64

Base Optimization Flags
C benchmarks: 

-fast -Qauto_ilp32 /F950000000 shlW64M.lib 
           -link /FORCE:MULTIPLE

C++ benchmarks: 
-fast -Qcxx_features -Qauto_ilp32 /F950000000 shlW64M.lib 
           -link /FORCE:MULTIPLE

Fortran benchmarks: 
-fast /F950000000            -link /FORCE:MULTIPLE

Benchmarks using both Fortran and C: 
-fast -Qauto_ilp32 /F950000000            -link /FORCE:MULTIPLE
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http://www.spec.org/cpu2006/results/res2007q3/cpu2006-20070820-01847.flags.html#user_baseCXXPORTABILITY444_namd_F-TP_73f79b6e94f79d415caf1b69b30a60d8
http://www.spec.org/cpu2006/results/res2007q3/cpu2006-20070820-01847.flags.html#user_basePORTABILITY447_dealII_f-D_Complex_75e7bf7fb7f0f47dc7744bba6162d6bb
http://www.spec.org/cpu2006/results/res2007q3/cpu2006-20070820-01847.flags.html#suite_basePORTABILITY447_dealII_DSPEC_CPU_P64
http://www.spec.org/cpu2006/results/res2007q3/cpu2006-20070820-01847.flags.html#b447.dealII_baseCXXPORTABILITY_DBOOST_NO_INTRINSIC_WCHAR_T
http://www.spec.org/cpu2006/results/res2007q3/cpu2006-20070820-01847.flags.html#b447.dealII_baseCXXPORTABILITY_DDEAL_II_MEMBER_VAR_SPECIALIZATION_BUG
http://www.spec.org/cpu2006/results/res2007q3/cpu2006-20070820-01847.flags.html#suite_basePORTABILITY450_soplex_DSPEC_CPU_P64
http://www.spec.org/cpu2006/results/res2007q3/cpu2006-20070820-01847.flags.html#suite_basePORTABILITY453_povray_DSPEC_CPU_P64
http://www.spec.org/cpu2006/results/res2007q3/cpu2006-20070820-01847.flags.html#b453.povray_baseCXXPORTABILITY_DSPEC_CPU_WINDOWS_ICL
http://www.spec.org/cpu2006/results/res2007q3/cpu2006-20070820-01847.flags.html#user_basePORTABILITY454_calculix_f-D_Complex_75e7bf7fb7f0f47dc7744bba6162d6bb
http://www.spec.org/cpu2006/results/res2007q3/cpu2006-20070820-01847.flags.html#suite_basePORTABILITY454_calculix_DSPEC_CPU_P64
http://www.spec.org/cpu2006/results/res2007q3/cpu2006-20070820-01847.flags.html#b454.calculix_baseCPORTABILITY_DSPEC_CPU_NOZMODIFIER
http://www.spec.org/cpu2006/results/res2007q3/cpu2006-20070820-01847.flags.html#user_baseFPORTABILITY454_calculix_lowercase_routine_name_4d0fff58bdf53fc28318a15aeb985e59
http://www.spec.org/cpu2006/results/res2007q3/cpu2006-20070820-01847.flags.html#suite_basePORTABILITY459_GemsFDTD_DSPEC_CPU_P64
http://www.spec.org/cpu2006/results/res2007q3/cpu2006-20070820-01847.flags.html#suite_basePORTABILITY465_tonto_DSPEC_CPU_P64
http://www.spec.org/cpu2006/results/res2007q3/cpu2006-20070820-01847.flags.html#user_basePORTABILITY470_lbm_f-D_Complex_75e7bf7fb7f0f47dc7744bba6162d6bb
http://www.spec.org/cpu2006/results/res2007q3/cpu2006-20070820-01847.flags.html#suite_basePORTABILITY470_lbm_DSPEC_CPU_P64
http://www.spec.org/cpu2006/results/res2007q3/cpu2006-20070820-01847.flags.html#suite_basePORTABILITY481_wrf_DSPEC_CPU_P64
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http://www.spec.org/cpu2006/results/res2007q3/cpu2006-20070820-01847.flags.html#user_basePORTABILITY482_sphinx3_f-D_Complex_75e7bf7fb7f0f47dc7744bba6162d6bb
http://www.spec.org/cpu2006/results/res2007q3/cpu2006-20070820-01847.flags.html#suite_basePORTABILITY482_sphinx3_DSPEC_CPU_P64
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#BaseOptimizationFlags
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#Cbenchmarks
http://www.spec.org/cpu2006/results/res2007q3/cpu2006-20070820-01847.flags.html#user_CCbase_f-fast
http://www.spec.org/cpu2006/results/res2007q3/cpu2006-20070820-01847.flags.html#user_CCbase_f-Qauto_ilp32
http://www.spec.org/cpu2006/results/res2007q3/cpu2006-20070820-01847.flags.html#user_CCbase_set_stack_space_fc1728f8469bd647acf7db504e7f5067
http://www.spec.org/cpu2006/results/res2007q3/cpu2006-20070820-01847.flags.html#user_CCbase_SmartHeapx64_c4f7f76711bdf8c0633a5c1edf6e5396
http://www.spec.org/cpu2006/results/res2007q3/cpu2006-20070820-01847.flags.html#user_CCbase_link_force_multiple2_070fe330869edf77077b841074b8b0b6
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#CXXbenchmarks
http://www.spec.org/cpu2006/results/res2007q3/cpu2006-20070820-01847.flags.html#user_CXXbase_f-fast
http://www.spec.org/cpu2006/results/res2007q3/cpu2006-20070820-01847.flags.html#user_CXXbase_f-Qcxx_features
http://www.spec.org/cpu2006/results/res2007q3/cpu2006-20070820-01847.flags.html#user_CXXbase_f-Qauto_ilp32
http://www.spec.org/cpu2006/results/res2007q3/cpu2006-20070820-01847.flags.html#user_CXXbase_set_stack_space_fc1728f8469bd647acf7db504e7f5067
http://www.spec.org/cpu2006/results/res2007q3/cpu2006-20070820-01847.flags.html#user_CXXbase_SmartHeapx64_c4f7f76711bdf8c0633a5c1edf6e5396
http://www.spec.org/cpu2006/results/res2007q3/cpu2006-20070820-01847.flags.html#user_CXXbase_link_force_multiple2_070fe330869edf77077b841074b8b0b6
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#Fortranbenchmarks
http://www.spec.org/cpu2006/results/res2007q3/cpu2006-20070820-01847.flags.html#user_FCbase_f-fast
http://www.spec.org/cpu2006/results/res2007q3/cpu2006-20070820-01847.flags.html#user_FCbase_set_stack_space_fc1728f8469bd647acf7db504e7f5067
http://www.spec.org/cpu2006/results/res2007q3/cpu2006-20070820-01847.flags.html#user_FCbase_link_force_multiple2_070fe330869edf77077b841074b8b0b6
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#BenchmarksusingbothFortranandC
http://www.spec.org/cpu2006/results/res2007q3/cpu2006-20070820-01847.flags.html#user_CC_FCbase_f-fast
http://www.spec.org/cpu2006/results/res2007q3/cpu2006-20070820-01847.flags.html#user_CC_FCbase_f-Qauto_ilp32
http://www.spec.org/cpu2006/results/res2007q3/cpu2006-20070820-01847.flags.html#user_CC_FCbase_set_stack_space_fc1728f8469bd647acf7db504e7f5067
http://www.spec.org/cpu2006/results/res2007q3/cpu2006-20070820-01847.flags.html#user_CC_FCbase_link_force_multiple2_070fe330869edf77077b841074b8b0b6
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Dell Inc.
Dell Precision 390 (Intel X6800, 2.93 GHz)

SPECfp2006 = 17.7

SPECfp_base2006 = 17.3
CPU2006 license: 55 Test date: Aug-2007
Test sponsor: Dell Inc. Hardware Availability: Sep-2007
Tested by: Dell Inc. Software Availability: Jun-2007

Peak Compiler Invocation
C benchmarks: 

icl -Qstd=c99

C++ benchmarks: 
icl

Fortran benchmarks: 
ifort

Benchmarks using both Fortran and C: 
icl -Qstd=c99 ifort

Peak Portability Flags
Same as Base Portability Flags

Peak Optimization Flags
C benchmarks: 

 433.milc: ONESTEP -Qprof_gen(pass 1) -Qprof_use(pass 2) -fast 
-Qunroll2 -Oa -Qauto_ilp32 /F950000000 shlW64M.lib 
           -link /FORCE:MULTIPLE

 470.lbm: ONESTEP -Qprof_gen(pass 1) -Qprof_use(pass 2) -fast 
-Qunroll2 -Qscalar-rep- -Qprefetch -Qauto_ilp32 
/F950000000 shlW64M.lib            -link /FORCE:MULTIPLE

 482.sphinx3: ONESTEP -Qprof_gen(pass 1) -Qprof_use(pass 2) -fast 
-Qunroll2 -Qauto_ilp32 /F950000000 shlW64M.lib 
           -link /FORCE:MULTIPLE

C++ benchmarks: 

 444.namd: ONESTEP -Qprof_gen(pass 1) -Qprof_use(pass 2) -fast -Oa 
-Qcxx_features -Qauto_ilp32 /F950000000 shlW64M.lib 
           -link /FORCE:MULTIPLE

 447.dealII: ONESTEP -Qprof_gen(pass 1) -Qprof_use(pass 2) -fast 
-Qprefetch -Qcxx_features -Qauto_ilp32 /F950000000 
shlW64M.lib            -link /FORCE:MULTIPLE

 450.soplex: ONESTEP -Qprof_gen(pass 1) -Qprof_use(pass 2) -fast 
-Qcxx_features -Qauto_ilp32 /F950000000 shlW64M.lib 
           -link /FORCE:MULTIPLE

Continued on next page
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http://www.spec.org/cpu2006/results/res2007q3/cpu2006-20070820-01847.flags.html#user_peakPASS2_CFLAGSPASS2_LDFLAGS433_milc_prof_use_6f564e1f4a44cd997c909c122975f1e0
http://www.spec.org/cpu2006/results/res2007q3/cpu2006-20070820-01847.flags.html#user_peakOPTIMIZE433_milc_f-fast
http://www.spec.org/cpu2006/results/res2007q3/cpu2006-20070820-01847.flags.html#user_peakOPTIMIZE433_milc_f-Qunroll_n_1d9456aa650e77fc2a0cf43cef3fa08c
http://www.spec.org/cpu2006/results/res2007q3/cpu2006-20070820-01847.flags.html#user_peakOPTIMIZE433_milc_f-Oa
http://www.spec.org/cpu2006/results/res2007q3/cpu2006-20070820-01847.flags.html#user_peakCOPTIMIZE433_milc_f-Qauto_ilp32
http://www.spec.org/cpu2006/results/res2007q3/cpu2006-20070820-01847.flags.html#user_peakEXTRA_LDFLAGS433_milc_set_stack_space_fc1728f8469bd647acf7db504e7f5067
http://www.spec.org/cpu2006/results/res2007q3/cpu2006-20070820-01847.flags.html#user_peakEXTRA_LIBS433_milc_SmartHeapx64_c4f7f76711bdf8c0633a5c1edf6e5396
http://www.spec.org/cpu2006/results/res2007q3/cpu2006-20070820-01847.flags.html#user_peakLDOUT433_milc_link_force_multiple2_070fe330869edf77077b841074b8b0b6
http://www.spec.org/cpu2006/results/res2007q3/cpu2006-20070820-01847.flags.html#user_peakPASS1_CFLAGSPASS1_LDFLAGS470_lbm_prof_gen_e8c2584c41e86f3245cca74ab0629ff8
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http://www.spec.org/cpu2006/results/res2007q3/cpu2006-20070820-01847.flags.html#user_peakOPTIMIZE470_lbm_f-Qunroll_n_1d9456aa650e77fc2a0cf43cef3fa08c
http://www.spec.org/cpu2006/results/res2007q3/cpu2006-20070820-01847.flags.html#user_peakOPTIMIZE470_lbm_f-Qscalar-rep_02cb9e11a5340d80ab3062d84e5dfb2e
http://www.spec.org/cpu2006/results/res2007q3/cpu2006-20070820-01847.flags.html#user_peakOPTIMIZE470_lbm_f-Qprefetch
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Dell Precision 390 (Intel X6800, 2.93 GHz)

SPECfp2006 = 17.7

SPECfp_base2006 = 17.3
CPU2006 license: 55 Test date: Aug-2007
Test sponsor: Dell Inc. Hardware Availability: Sep-2007
Tested by: Dell Inc. Software Availability: Jun-2007

Peak Optimization Flags (Continued)
 453.povray: ONESTEP -Qprof_gen(pass 1) -Qprof_use(pass 2) -fast 

-Qansi-alias -Qcxx_features -Qauto_ilp32 /F950000000 
shlW64M.lib            -link /FORCE:MULTIPLE

Fortran benchmarks: 

 410.bwaves: ONESTEP -fast /F950000000            -link /FORCE:MULTIPLE

 416.gamess: ONESTEP -Qprof_gen(pass 1) -Qprof_use(pass 2) -fast 
-Qunroll2 -Ob0 -Qansi-alias -Qscalar-rep- /F950000000 
           -link /FORCE:MULTIPLE

 434.zeusmp: ONESTEP -Qprof_gen(pass 1) -Qprof_use(pass 2) -QxT -O2 
-Qprec-div- -Qunroll0 -Qscalar-rep- /F950000000 
           -link /FORCE:MULTIPLE

 437.leslie3d: ONESTEP -Qprof_gen(pass 1) -Qprof_use(pass 2) -fast 
/F950000000            -link /FORCE:MULTIPLE

 459.GemsFDTD: basepeak = yes

 465.tonto: Same as 437.leslie3d

Benchmarks using both Fortran and C: 

 435.gromacs: -Qprof_gen(pass 1) -Qprof_use(pass 2) -fast -Oa 
-Qauto_ilp32 /F950000000            -link /FORCE:MULTIPLE

 436.cactusADM: basepeak = yes

 454.calculix: -fast -Qauto_ilp32 /F950000000 
           -link /FORCE:MULTIPLE

 481.wrf: Same as 454.calculix

The flags file that was used to format this result can be browsed at
http://www.spec.org/cpu2006/flags/dell.ic10.windows.flags.html

You can also download the XML flags source by saving the following link:
http://www.spec.org/cpu2006/flags/dell.ic10.windows.flags.xml
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Dell Inc.
Dell Precision 390 (Intel X6800, 2.93 GHz)

SPECfp2006 = 17.7

SPECfp_base2006 = 17.3
CPU2006 license: 55 Test date: Aug-2007
Test sponsor: Dell Inc. Hardware Availability: Sep-2007
Tested by: Dell Inc. Software Availability: Jun-2007

Originally published on  4 September 2007.
Report generated on Tue Jul 22 13:08:55 2014 by SPEC CPU2006 PS/PDF formatter v6932.
Tested with SPEC CPU2006 v1.0.

For other inquiries, please contact webmaster@spec.org.
For questions about this result, please contact the tester.
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