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PowerEdge R200 (Intel Xeon 3085, 3.00 GHz)

SPECfp_rate2006 = 32.2

SPECfp_rate_base2006 = 30.5
CPU2006 license: 55 Test date: Nov-2007
Test sponsor: Dell Inc. Hardware Availability: Nov-2007
Tested by: Dell Inc. Software Availability: Nov-2007
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Hardware
CPU Name: Intel Xeon 3085
CPU Characteristics: 1333 MHz system bus
CPU MHz: 3000
FPU: Integrated
CPU(s) enabled: 2 cores, 1 chip, 2 cores/chip
CPU(s) orderable: 1 chip
Primary Cache: 32 KB I + 32 KB D on chip per core
Secondary Cache: 4 MB I+D on chip per chip

Software
Operating System: SUSE Linux Enterprise Server 10 (x86_64) SP1,

Kernel 2.6.16.46-0.12-smp
Compiler: Intel C++ and Fortran Compiler for Linux32 and

Linux64 version 10.1
Build 20070725

Auto Parallel: No
File System: ReiserFS
System State: Multi-user, run level 3
Base Pointers: 64-bit
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L3 Cache: None
Other Cache: None
Memory: 8 GB (4 x 2GB 800MHz DDR2)
Disk Subsystem: 73GB SAS, 10K RPM
Other Hardware: None

Peak Pointers: 32/64-bit
Other Software: None

Results Table

Benchmark Copies Seconds Ratio Seconds Ratio Seconds Ratio
Base

Copies Seconds Ratio Seconds Ratio Seconds Ratio
Peak

410.bwaves 2 849 32.0 846 32.1 848 32.1 2 836 32.5 835 32.6 838 32.4

416.gamess 2 925 42.3 930 42.1 924 42.4 2 910 43.0 909 43.1 911 43.0

433.milc 2 943 19.5 945 19.4 947 19.4 2 963 19.1 964 19.0 964 19.0

434.zeusmp 2 574 31.7 574 31.7 574 31.7 2 570 31.9 571 31.9 571 31.9

435.gromacs 2 385 37.1 386 37.0 387 36.9 2 382 37.4 383 37.3 382 37.4

436.cactusADM 2 648 36.9 642 37.2 646 37.0 2 600 39.8 602 39.7 619 38.6

437.leslie3d 2 884 21.3 884 21.3 889 21.2 2 916 20.5 925 20.3 918 20.5

444.namd 2 504 31.8 504 31.8 504 31.9 2 502 32.0 501 32.0 502 32.0

447.dealII 2 435 52.6 435 52.6 435 52.7 2 402 56.9 402 56.9 406 56.3

450.soplex 2 741 22.5 740 22.5 743 22.5 2 680 24.5 682 24.5 681 24.5

453.povray 2 221 48.2 221 48.1 220 48.3 2 186 57.2 186 57.2 186 57.2

454.calculix 2 525 31.4 524 31.5 525 31.4 2 369 44.7 368 44.9 368 44.8

459.GemsFDTD 2 1195 17.8 1193 17.8 1193 17.8 2 1139 18.6 1140 18.6 1140 18.6

465.tonto 2 554 35.5 554 35.5 557 35.3 2 537 36.7 540 36.4 540 36.5

470.lbm 2 1634 16.8 1636 16.8 1636 16.8 2 1582 17.4 1584 17.3 1584 17.3

481.wrf 2 630 35.5 630 35.5 629 35.5 2 631 35.4 629 35.5 629 35.5

482.sphinx3 2 1205 32.4 1203 32.4 1217 32.0 2 1116 34.9 1119 34.8 1118 34.9

Results appear in the order in which they were run. Bold underlined text indicates a median measurement.

General Notes
taskset used to bind processes to cores

Base Compiler Invocation
C benchmarks: 

icc

C++ benchmarks: 
icpc

Fortran benchmarks: 
ifort
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Base Compiler Invocation (Continued)
Benchmarks using both Fortran and C: 

icc ifort

Base Portability Flags
 410.bwaves: -DSPEC_CPU_LP64
 416.gamess: -DSPEC_CPU_LP64

 433.milc: -DSPEC_CPU_LP64
 434.zeusmp: -DSPEC_CPU_LP64

 435.gromacs: -DSPEC_CPU_LP64 -nofor_main
 436.cactusADM: -DSPEC_CPU_LP64 -nofor_main

 437.leslie3d: -DSPEC_CPU_LP64
 444.namd: -DSPEC_CPU_LP64
 447.dealII: -DSPEC_CPU_LP64

 450.soplex: -DSPEC_CPU_LP64
 453.povray: -DSPEC_CPU_LP64

 454.calculix: -DSPEC_CPU_LP64 -nofor_main
 459.GemsFDTD: -DSPEC_CPU_LP64

 465.tonto: -DSPEC_CPU_LP64
 470.lbm: -DSPEC_CPU_LP64
 481.wrf: -DSPEC_CPU_LP64 -DSPEC_CPU_CASE_FLAG -DSPEC_CPU_LINUX

 482.sphinx3: -DSPEC_CPU_LP64

Base Optimization Flags
C benchmarks: 

-fast

C++ benchmarks: 
-fast

Fortran benchmarks: 
-fast

Benchmarks using both Fortran and C: 
-fast

Peak Compiler Invocation
C benchmarks (except as noted below): 

/home/cmplr/usr3/alrahate/compilers/ic10.1mainline/20070725/Linux32/bin/icc 
-L/home/cmplr/usr3/alrahate/compilers/ic10.1mainline/20070725/Linux32/lib 
-I/home/cmplr/usr3/alrahate/compilers/ic10.1mainline/20070725/Linux32/include
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Peak Compiler Invocation (Continued)
 433.milc: icc

C++ benchmarks (except as noted below): 
icpc

 450.soplex: /home/cmplr/usr3/alrahate/compilers/ic10.1mainline/20070725/Linux32/bin/icpc 
-L/home/cmplr/usr3/alrahate/compilers/ic10.1mainline/20070725/Linux32/lib 
-I/home/cmplr/usr3/alrahate/compilers/ic10.1mainline/20070725/Linux32/include

Fortran benchmarks (except as noted below): 
ifort

 437.leslie3d: /home/cmplr/usr3/alrahate/compilers/ic10.1mainline/20070725/Linux32/bin/ifort 
-L/home/cmplr/usr3/alrahate/compilers/ic10.1mainline/20070725/Linux32/lib 
-I/home/cmplr/usr3/alrahate/compilers/ic10.1mainline/20070725/Linux32/include

Benchmarks using both Fortran and C: 
icc ifort

Peak Portability Flags
 410.bwaves: -DSPEC_CPU_LP64
 416.gamess: -DSPEC_CPU_LP64

 433.milc: -DSPEC_CPU_LP64
 434.zeusmp: -DSPEC_CPU_LP64

 435.gromacs: -DSPEC_CPU_LP64 -nofor_main
 436.cactusADM: -DSPEC_CPU_LP64 -nofor_main

 444.namd: -DSPEC_CPU_LP64
 447.dealII: -DSPEC_CPU_LP64

 453.povray: -DSPEC_CPU_LP64
 454.calculix: -DSPEC_CPU_LP64 -nofor_main

 459.GemsFDTD: -DSPEC_CPU_LP64
 465.tonto: -DSPEC_CPU_LP64

 481.wrf: -DSPEC_CPU_LP64 -DSPEC_CPU_CASE_FLAG -DSPEC_CPU_LINUX

Peak Optimization Flags
C benchmarks: 

 433.milc: -prof-gen(pass 1) -prof-use(pass 2) -fast -fno-alias 
-auto-ilp32

 470.lbm: -prof-gen(pass 1) -prof-use(pass 2) -fast -unroll2 
-scalar-rep- -prefetch -opt-malloc-options=3

Continued on next page
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Peak Optimization Flags (Continued)
 482.sphinx3: -fast -unroll2

C++ benchmarks: 

 444.namd: -prof-gen(pass 1) -prof-use(pass 2) -fast -fno-alias 
-auto-ilp32

 447.dealII: -prof-gen(pass 1) -prof-use(pass 2) -fast -unroll2 
-ansi-alias -scalar-rep-

 450.soplex: -prof-gen(pass 1) -prof-use(pass 2) -fast 
-opt-malloc-options=3

 453.povray: -prof-gen(pass 1) -prof-use(pass 2) -fast -unroll4 
-ansi-alias

Fortran benchmarks: 

 410.bwaves: -fast -prefetch

 416.gamess: -prof-gen(pass 1) -prof-use(pass 2) -fast -unroll2 -Ob0 
-ansi-alias -scalar-rep-

 434.zeusmp: -prof-gen(pass 1) -prof-use(pass 2) -fast

 437.leslie3d: -prof-gen(pass 1) -prof-use(pass 2) -fast -prefetch 
-opt-malloc-options=3

 459.GemsFDTD: -prof-gen(pass 1) -prof-use(pass 2) -fast -unroll2 -Ob0 
-prefetch

 465.tonto: -prof-gen(pass 1) -prof-use(pass 2) -fast -unroll4 -auto

Benchmarks using both Fortran and C: 

 435.gromacs: -prof-gen(pass 1) -prof-use(pass 2) -fast -prefetch 
-auto-ilp32

 436.cactusADM: -prof-gen(pass 1) -prof-use(pass 2) -fast -unroll2 
-prefetch -auto-ilp32

 454.calculix: -fast -unroll-aggressive -auto-ilp32

 481.wrf: -fast -auto-ilp32

The flags file that was used to format this result can be browsed at
http://www.spec.org/cpu2006/flags/Intel-ic10.1-FP-intel64-linux-flags.20090714.22.html
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http://www.spec.org/cpu2006/results/res2007q4/cpu2006-20071210-02855.flags.html#user_peakPASS1_FFLAGSPASS1_LDFLAGS437_leslie3d_prof_gen_e43856698f6ca7b7e442dfd80e94a8fc
http://www.spec.org/cpu2006/results/res2007q4/cpu2006-20071210-02855.flags.html#user_peakPASS2_FFLAGSPASS2_LDFLAGS437_leslie3d_prof_use_bccf7792157ff70d64e32fe3e1250b55
http://www.spec.org/cpu2006/results/res2007q4/cpu2006-20071210-02855.flags.html#user_peakOPTIMIZE437_leslie3d_f-fast
http://www.spec.org/cpu2006/results/res2007q4/cpu2006-20071210-02855.flags.html#user_peakOPTIMIZE437_leslie3d_f-prefetch
http://www.spec.org/cpu2006/results/res2007q4/cpu2006-20071210-02855.flags.html#user_peakOPTIMIZE437_leslie3d_f-opt-malloc-options_13ab9b803cf986b4ee62f0a5998c2238
http://www.spec.org/cpu2006/results/res2007q4/cpu2006-20071210-02855.flags.html#user_peakPASS1_FFLAGSPASS1_LDFLAGS459_GemsFDTD_prof_gen_e43856698f6ca7b7e442dfd80e94a8fc
http://www.spec.org/cpu2006/results/res2007q4/cpu2006-20071210-02855.flags.html#user_peakPASS2_FFLAGSPASS2_LDFLAGS459_GemsFDTD_prof_use_bccf7792157ff70d64e32fe3e1250b55
http://www.spec.org/cpu2006/results/res2007q4/cpu2006-20071210-02855.flags.html#user_peakOPTIMIZE459_GemsFDTD_f-fast
http://www.spec.org/cpu2006/results/res2007q4/cpu2006-20071210-02855.flags.html#user_peakOPTIMIZE459_GemsFDTD_f-unroll_n_784dae83bebfb236979b41d2422d7ec2
http://www.spec.org/cpu2006/results/res2007q4/cpu2006-20071210-02855.flags.html#user_peakOPTIMIZE459_GemsFDTD_f-Ob_n_fbe6f6428adb7d4b74b1e99bb2444c2d
http://www.spec.org/cpu2006/results/res2007q4/cpu2006-20071210-02855.flags.html#user_peakOPTIMIZE459_GemsFDTD_f-prefetch
http://www.spec.org/cpu2006/results/res2007q4/cpu2006-20071210-02855.flags.html#user_peakPASS1_FFLAGSPASS1_LDFLAGS465_tonto_prof_gen_e43856698f6ca7b7e442dfd80e94a8fc
http://www.spec.org/cpu2006/results/res2007q4/cpu2006-20071210-02855.flags.html#user_peakPASS2_FFLAGSPASS2_LDFLAGS465_tonto_prof_use_bccf7792157ff70d64e32fe3e1250b55
http://www.spec.org/cpu2006/results/res2007q4/cpu2006-20071210-02855.flags.html#user_peakOPTIMIZE465_tonto_f-fast
http://www.spec.org/cpu2006/results/res2007q4/cpu2006-20071210-02855.flags.html#user_peakOPTIMIZE465_tonto_f-unroll_n_4e5e4ed65b7fd20bdcd365bec371b81f
http://www.spec.org/cpu2006/results/res2007q4/cpu2006-20071210-02855.flags.html#user_peakOPTIMIZE465_tonto_f-auto
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#BenchmarksusingbothFortranandC
http://www.spec.org/cpu2006/results/res2007q4/cpu2006-20071210-02855.flags.html#user_peakPASS1_CFLAGSPASS1_FFLAGSPASS1_LDFLAGS435_gromacs_prof_gen_e43856698f6ca7b7e442dfd80e94a8fc
http://www.spec.org/cpu2006/results/res2007q4/cpu2006-20071210-02855.flags.html#user_peakPASS2_CFLAGSPASS2_FFLAGSPASS2_LDFLAGS435_gromacs_prof_use_bccf7792157ff70d64e32fe3e1250b55
http://www.spec.org/cpu2006/results/res2007q4/cpu2006-20071210-02855.flags.html#user_peakOPTIMIZE435_gromacs_f-fast
http://www.spec.org/cpu2006/results/res2007q4/cpu2006-20071210-02855.flags.html#user_peakOPTIMIZE435_gromacs_f-prefetch
http://www.spec.org/cpu2006/results/res2007q4/cpu2006-20071210-02855.flags.html#user_peakCOPTIMIZE435_gromacs_f-auto-ilp32
http://www.spec.org/cpu2006/results/res2007q4/cpu2006-20071210-02855.flags.html#user_peakPASS1_CFLAGSPASS1_FFLAGSPASS1_LDFLAGS436_cactusADM_prof_gen_e43856698f6ca7b7e442dfd80e94a8fc
http://www.spec.org/cpu2006/results/res2007q4/cpu2006-20071210-02855.flags.html#user_peakPASS2_CFLAGSPASS2_FFLAGSPASS2_LDFLAGS436_cactusADM_prof_use_bccf7792157ff70d64e32fe3e1250b55
http://www.spec.org/cpu2006/results/res2007q4/cpu2006-20071210-02855.flags.html#user_peakOPTIMIZE436_cactusADM_f-fast
http://www.spec.org/cpu2006/results/res2007q4/cpu2006-20071210-02855.flags.html#user_peakOPTIMIZE436_cactusADM_f-unroll_n_784dae83bebfb236979b41d2422d7ec2
http://www.spec.org/cpu2006/results/res2007q4/cpu2006-20071210-02855.flags.html#user_peakOPTIMIZE436_cactusADM_f-prefetch
http://www.spec.org/cpu2006/results/res2007q4/cpu2006-20071210-02855.flags.html#user_peakCOPTIMIZE436_cactusADM_f-auto-ilp32
http://www.spec.org/cpu2006/results/res2007q4/cpu2006-20071210-02855.flags.html#user_peakOPTIMIZE454_calculix_f-fast
http://www.spec.org/cpu2006/results/res2007q4/cpu2006-20071210-02855.flags.html#user_peakOPTIMIZE454_calculix_f-unroll-aggressive
http://www.spec.org/cpu2006/results/res2007q4/cpu2006-20071210-02855.flags.html#user_peakCOPTIMIZE454_calculix_f-auto-ilp32
http://www.spec.org/cpu2006/results/res2007q4/cpu2006-20071210-02855.flags.html#user_peakOPTIMIZE481_wrf_f-fast
http://www.spec.org/cpu2006/results/res2007q4/cpu2006-20071210-02855.flags.html#user_peakCOPTIMIZE481_wrf_f-auto-ilp32
http://www.spec.org/cpu2006/flags/Intel-ic10.1-FP-intel64-linux-flags.20090714.22.html
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Dell Inc.
PowerEdge R200 (Intel Xeon 3085, 3.00 GHz)

SPECfp_rate2006 = 32.2

SPECfp_rate_base2006 = 30.5
CPU2006 license: 55 Test date: Nov-2007
Test sponsor: Dell Inc. Hardware Availability: Nov-2007
Tested by: Dell Inc. Software Availability: Nov-2007

You can also download the XML flags source by saving the following link:
http://www.spec.org/cpu2006/flags/Intel-ic10.1-FP-intel64-linux-flags.20090714.22.xml
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Report generated on Tue Jul 22 15:05:23 2014 by SPEC CPU2006 PS/PDF formatter v6932.
Tested with SPEC CPU2006 v1.0.
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For questions about this result, please contact the tester.
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