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SPECfp_rate_base2006 = 106
CPU2006 license: 3 Test date: Dec-2007
Test sponsor: Hewlett-Packard Company Hardware Availability: Sep-2007
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Hardware
CPU Name: Intel Xeon X7350
CPU Characteristics: 2.93 GHz, 2x4 MB L2 shared, 1066 MHz system bus
CPU MHz: 2930
FPU: Integrated
CPU(s) enabled: 16 cores, 4 chips, 4 cores/chip
CPU(s) orderable: 1,2,4 chips
Primary Cache: 32 KB I + 32 KB D on chip per core
Secondary Cache: 8 MB I+D on chip per chip, 4 MB shared / 2 cores

Software
Operating System: Red Hat Enterprise Linux Server release 5.1

Kernel 2.6.18-53.el5
Compiler: Intel C++ Compiler for applications running on

IA-32 and Intel 64, Version 10.1
Build 20070913 Package ID: l_cc_p_10.1.008
Intel Fortran Compiler for applications running on
IA-32 and Intel 64, Version 10.1
Build 20070913 Package ID: l_cc_p_10.1.008

Auto Parallel: Yes
File System: ext2
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Tested by: Hewlett-Packard Company Software Availability: Nov-2007

L3 Cache: None
Other Cache: None
Memory: 16 GB (16x1 GB PC2-5300F CL5)
Disk Subsystem: 1x72 GB 15 K SAS
Other Hardware: None

System State: Multi-user run level 3
Base Pointers: 64-bit
Peak Pointers: 32/64-bit
Other Software: binutils-2.17.50

Results Table

Benchmark Copies Seconds Ratio Seconds Ratio Seconds Ratio
Base

Copies Seconds Ratio Seconds Ratio Seconds Ratio
Peak

410.bwaves 16 4250 51.2 4044 53.8 4043 53.8 16 3966 54.8 3960 54.9 3962 54.9

416.gamess 16 958 327 958 327 959 327 16 945 332 942 333 943 332

433.milc 16 3237 45.4 3233 45.4 3234 45.4 16 3195 46.0 3188 46.1 3193 46.0

434.zeusmp 16 1331 109 1332 109 1332 109 16 1327 110 1329 110 1327 110

435.gromacs 16 423 270 423 270 424 270 16 414 276 416 275 421 271

436.cactusADM 16 1625 118 1625 118 1628 117 1 77.7 154 77.8 154 78.0 153

437.leslie3d 16 3910 38.5 3906 38.5 3906 38.5 16 3771 39.9 3772 39.9 3771 39.9

444.namd 16 533 241 527 243 527 243 16 524 245 524 245 526 244

447.dealII 16 809 226 839 218 793 231 16 795 230 792 231 789 232

450.soplex 16 2512 53.1 2516 53.0 2513 53.1 16 2284 58.4 2282 58.5 2290 58.3

453.povray 16 225 379 222 383 226 377 16 194 439 194 438 194 440

454.calculix 16 627 210 643 205 639 207 16 477 277 478 276 477 277

459.GemsFDTD 16 4362 38.9 4367 38.9 4367 38.9 16 4370 38.8 4375 38.8 4367 38.9

465.tonto 16 1059 149 1077 146 1069 147 16 1050 150 1062 148 1048 150

470.lbm 16 7549 29.1 7548 29.1 7546 29.1 8 2876 38.2 2876 38.2 2875 38.2

481.wrf 16 2348 76.1 2347 76.1 2347 76.2 16 2345 76.2 2348 76.1 2345 76.2

482.sphinx3 16 3523 88.5 3520 88.6 3521 88.6 8 1274 122 1277 122 1305 119

Results appear in the order in which they were run. Bold underlined text indicates a median measurement.

Operating System Notes
 'ulimit -s unlimited' was used to set the stacksize to unlimited prior to run
 '/usr/bin/taskset' used to bind processes to CPUs
 OMP_NUM_THREADS set to number of cores
 KMP_AFFINITY set to physical,0
 KMP_STACKSIZE set to 64M

Platform Notes
BIOS configuration:
  Power Regulator set to Static High Performance Mode
  Adjacent Sector Prefetch Disabled
  Hardware Prefetcher Disabled
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Base Compiler Invocation
C benchmarks: 

icc

C++ benchmarks: 
icpc

Fortran benchmarks: 
ifort

Benchmarks using both Fortran and C: 
icc ifort

Base Portability Flags
 410.bwaves: -DSPEC_CPU_LP64
 416.gamess: -DSPEC_CPU_LP64

 433.milc: -DSPEC_CPU_LP64
 434.zeusmp: -DSPEC_CPU_LP64

 435.gromacs: -DSPEC_CPU_LP64 -nofor_main
 436.cactusADM: -DSPEC_CPU_LP64 -nofor_main

 437.leslie3d: -DSPEC_CPU_LP64
 444.namd: -DSPEC_CPU_LP64
 447.dealII: -DSPEC_CPU_LP64

 450.soplex: -DSPEC_CPU_LP64
 453.povray: -DSPEC_CPU_LP64

 454.calculix: -DSPEC_CPU_LP64 -nofor_main
 459.GemsFDTD: -DSPEC_CPU_LP64

 465.tonto: -DSPEC_CPU_LP64
 470.lbm: -DSPEC_CPU_LP64
 481.wrf: -DSPEC_CPU_LP64 -DSPEC_CPU_CASE_FLAG -DSPEC_CPU_LINUX

 482.sphinx3: -DSPEC_CPU_LP64

Base Optimization Flags
C benchmarks: 

-fast

C++ benchmarks: 
-fast

Fortran benchmarks: 
-fast

Benchmarks using both Fortran and C: 
-fast
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Peak Compiler Invocation
C benchmarks (except as noted below): 

/opt/intel/cc/10.1.008/bin/icc -L/opt/intel/cc/10.1.008/lib 
-I/opt/intel/cc/10.1.008/include

 433.milc: icc

C++ benchmarks (except as noted below): 
icpc

 450.soplex: /opt/intel/cc/10.1.008/bin/icpc -L/opt/intel/cc/10.1.008/lib 
-I/opt/intel/cc/10.1.008/include

Fortran benchmarks (except as noted below): 
ifort

 437.leslie3d: /opt/intel/fc/10.1.008/bin/ifort -L/opt/intel/fc/10.1.008/lib 
-I/opt/intel/fc/10.1.008/include

Benchmarks using both Fortran and C: 
icc ifort

Peak Portability Flags
 410.bwaves: -DSPEC_CPU_LP64
 416.gamess: -DSPEC_CPU_LP64

 433.milc: -DSPEC_CPU_LP64
 434.zeusmp: -DSPEC_CPU_LP64

 435.gromacs: -DSPEC_CPU_LP64 -nofor_main
 436.cactusADM: -DSPEC_CPU_LP64 -nofor_main

 444.namd: -DSPEC_CPU_LP64
 447.dealII: -DSPEC_CPU_LP64

 453.povray: -DSPEC_CPU_LP64
 454.calculix: -DSPEC_CPU_LP64 -nofor_main

 459.GemsFDTD: -DSPEC_CPU_LP64
 465.tonto: -DSPEC_CPU_LP64

 481.wrf: -DSPEC_CPU_LP64 -DSPEC_CPU_CASE_FLAG -DSPEC_CPU_LINUX

Peak Optimization Flags
C benchmarks: 

 433.milc: -prof-gen(pass 1) -prof-use(pass 2) -fast -fno-alias 
-auto-ilp32

 470.lbm: -prof-gen(pass 1) -prof-use(pass 2) -fast -unroll2 
-scalar-rep- -prefetch -opt-malloc-options=3

Continued on next page

mailto:info@spec.org
http://www.spec.org/
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#SPECCFP2006Result
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#SPECfprate2006
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#SPECfpratebase2006
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#CPU2006license
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#Testdate
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#Testsponsor
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#HardwareAvailability
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#Testedby
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#SoftwareAvailability
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#PeakCompilerInvocation
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#Cbenchmarksexceptasnotedbelow
http://www.spec.org/cpu2006/results/res2008q1/cpu2006-20071220-02897.flags.html#user_CCpeak_intel_icc_32bit_7b512637111efe524698b6c556397801
http://www.spec.org/cpu2006/results/res2008q1/cpu2006-20071220-02897.flags.html#user_CCpeak_ia32_c_compiler_library_path_666656b817a9c63743aa36bbabaca33d
http://www.spec.org/cpu2006/results/res2008q1/cpu2006-20071220-02897.flags.html#user_CCpeak_ia32_c_compiler_include_path_465a65232d72574e4074423969e2e810
http://www.spec.org/cpu2006/results/res2008q1/cpu2006-20071220-02897.flags.html#user_peakCCLD433_milc_intel_icc_a87c68a857bc5ec5362391a49d3a37a6
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#CXXbenchmarksexceptasnotedbelow
http://www.spec.org/cpu2006/results/res2008q1/cpu2006-20071220-02897.flags.html#user_CXXpeak_intel_icpc_2d899f8d163502b12eb4a60069f80c1c
http://www.spec.org/cpu2006/results/res2008q1/cpu2006-20071220-02897.flags.html#user_peakCXXLD450_soplex_intel_icpc_045ec9876fac4473955fe980fd7dfe62
http://www.spec.org/cpu2006/results/res2008q1/cpu2006-20071220-02897.flags.html#user_peakCXXLD450_soplex_ia32_c_compiler_library_path_666656b817a9c63743aa36bbabaca33d
http://www.spec.org/cpu2006/results/res2008q1/cpu2006-20071220-02897.flags.html#user_peakCXXLD450_soplex_ia32_c_compiler_include_path_465a65232d72574e4074423969e2e810
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#Fortranbenchmarksexceptasnotedbelow
http://www.spec.org/cpu2006/results/res2008q1/cpu2006-20071220-02897.flags.html#user_FCpeak_intel_ifort_8a5e5e06b19a251bdeaf8fdab5d62f20
http://www.spec.org/cpu2006/results/res2008q1/cpu2006-20071220-02897.flags.html#user_peakFCLD437_leslie3d_intel_ifort_3b63431e107cd39dcca5b084413e017d
http://www.spec.org/cpu2006/results/res2008q1/cpu2006-20071220-02897.flags.html#user_peakFCLD437_leslie3d_ia32_f_compiler_library_path_be9a2fa7b0a502dae032a9168336ed41
http://www.spec.org/cpu2006/results/res2008q1/cpu2006-20071220-02897.flags.html#user_peakFCLD437_leslie3d_ia32_f_compiler_include_path_85665cd12e3f6089595e76ce68a88817
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#BenchmarksusingbothFortranandC
http://www.spec.org/cpu2006/results/res2008q1/cpu2006-20071220-02897.flags.html#user_CC_FCpeak_intel_icc_a87c68a857bc5ec5362391a49d3a37a6
http://www.spec.org/cpu2006/results/res2008q1/cpu2006-20071220-02897.flags.html#user_CC_FCpeak_intel_ifort_8a5e5e06b19a251bdeaf8fdab5d62f20
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#PeakPortabilityFlags
http://www.spec.org/cpu2006/results/res2008q1/cpu2006-20071220-02897.flags.html#suite_peakPORTABILITY410_bwaves_DSPEC_CPU_LP64
http://www.spec.org/cpu2006/results/res2008q1/cpu2006-20071220-02897.flags.html#suite_peakPORTABILITY416_gamess_DSPEC_CPU_LP64
http://www.spec.org/cpu2006/results/res2008q1/cpu2006-20071220-02897.flags.html#suite_peakPORTABILITY433_milc_DSPEC_CPU_LP64
http://www.spec.org/cpu2006/results/res2008q1/cpu2006-20071220-02897.flags.html#suite_peakPORTABILITY434_zeusmp_DSPEC_CPU_LP64
http://www.spec.org/cpu2006/results/res2008q1/cpu2006-20071220-02897.flags.html#suite_peakPORTABILITY435_gromacs_DSPEC_CPU_LP64
http://www.spec.org/cpu2006/results/res2008q1/cpu2006-20071220-02897.flags.html#user_peakLDPORTABILITY435_gromacs_f-noformain_817d3b6b219d3b4591154e24b62d482f
http://www.spec.org/cpu2006/results/res2008q1/cpu2006-20071220-02897.flags.html#suite_peakPORTABILITY436_cactusADM_DSPEC_CPU_LP64
http://www.spec.org/cpu2006/results/res2008q1/cpu2006-20071220-02897.flags.html#user_peakLDPORTABILITY436_cactusADM_f-noformain_817d3b6b219d3b4591154e24b62d482f
http://www.spec.org/cpu2006/results/res2008q1/cpu2006-20071220-02897.flags.html#suite_peakPORTABILITY444_namd_DSPEC_CPU_LP64
http://www.spec.org/cpu2006/results/res2008q1/cpu2006-20071220-02897.flags.html#suite_peakPORTABILITY447_dealII_DSPEC_CPU_LP64
http://www.spec.org/cpu2006/results/res2008q1/cpu2006-20071220-02897.flags.html#suite_peakPORTABILITY453_povray_DSPEC_CPU_LP64
http://www.spec.org/cpu2006/results/res2008q1/cpu2006-20071220-02897.flags.html#suite_peakPORTABILITY454_calculix_DSPEC_CPU_LP64
http://www.spec.org/cpu2006/results/res2008q1/cpu2006-20071220-02897.flags.html#user_peakLDPORTABILITY454_calculix_f-noformain_817d3b6b219d3b4591154e24b62d482f
http://www.spec.org/cpu2006/results/res2008q1/cpu2006-20071220-02897.flags.html#suite_peakPORTABILITY459_GemsFDTD_DSPEC_CPU_LP64
http://www.spec.org/cpu2006/results/res2008q1/cpu2006-20071220-02897.flags.html#suite_peakPORTABILITY465_tonto_DSPEC_CPU_LP64
http://www.spec.org/cpu2006/results/res2008q1/cpu2006-20071220-02897.flags.html#suite_peakPORTABILITY481_wrf_DSPEC_CPU_LP64
http://www.spec.org/cpu2006/results/res2008q1/cpu2006-20071220-02897.flags.html#b481.wrf_peakCPORTABILITY_DSPEC_CPU_CASE_FLAG
http://www.spec.org/cpu2006/results/res2008q1/cpu2006-20071220-02897.flags.html#b481.wrf_peakCPORTABILITY_DSPEC_CPU_LINUX
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#PeakOptimizationFlags
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#Cbenchmarks
http://www.spec.org/cpu2006/results/res2008q1/cpu2006-20071220-02897.flags.html#user_peakPASS1_CFLAGSPASS1_LDFLAGS433_milc_prof_gen_e43856698f6ca7b7e442dfd80e94a8fc
http://www.spec.org/cpu2006/results/res2008q1/cpu2006-20071220-02897.flags.html#user_peakPASS2_CFLAGSPASS2_LDFLAGS433_milc_prof_use_bccf7792157ff70d64e32fe3e1250b55
http://www.spec.org/cpu2006/results/res2008q1/cpu2006-20071220-02897.flags.html#user_peakOPTIMIZE433_milc_f-fast
http://www.spec.org/cpu2006/results/res2008q1/cpu2006-20071220-02897.flags.html#user_peakOPTIMIZE433_milc_f-no-alias_694e77f6c5a51e658e82ccff53a9e63a
http://www.spec.org/cpu2006/results/res2008q1/cpu2006-20071220-02897.flags.html#user_peakCOPTIMIZE433_milc_f-auto-ilp32
http://www.spec.org/cpu2006/results/res2008q1/cpu2006-20071220-02897.flags.html#user_peakPASS1_CFLAGSPASS1_LDFLAGS470_lbm_prof_gen_e43856698f6ca7b7e442dfd80e94a8fc
http://www.spec.org/cpu2006/results/res2008q1/cpu2006-20071220-02897.flags.html#user_peakPASS2_CFLAGSPASS2_LDFLAGS470_lbm_prof_use_bccf7792157ff70d64e32fe3e1250b55
http://www.spec.org/cpu2006/results/res2008q1/cpu2006-20071220-02897.flags.html#user_peakOPTIMIZE470_lbm_f-fast
http://www.spec.org/cpu2006/results/res2008q1/cpu2006-20071220-02897.flags.html#user_peakCOPTIMIZE470_lbm_f-unroll_n_784dae83bebfb236979b41d2422d7ec2
http://www.spec.org/cpu2006/results/res2008q1/cpu2006-20071220-02897.flags.html#user_peakCOPTIMIZE470_lbm_f-disablescalarrep_abbcad04450fb118e4809c81d83c8a1d
http://www.spec.org/cpu2006/results/res2008q1/cpu2006-20071220-02897.flags.html#user_peakCOPTIMIZE470_lbm_f-prefetch
http://www.spec.org/cpu2006/results/res2008q1/cpu2006-20071220-02897.flags.html#user_peakCOPTIMIZE470_lbm_f-opt-malloc-options_13ab9b803cf986b4ee62f0a5998c2238


Standard Performance Evaluation Corporation
info@spec.org

http://www.spec.org/
Page 5

spec
SPEC CFP2006 Result

Copyright 2006-2014 Standard Performance Evaluation Corporation

Hewlett-Packard Company
(2.93 GHz, Intel Xeon processor X7350)
ProLiant DL580 G5

SPECfp_rate2006 = 116

SPECfp_rate_base2006 = 106
CPU2006 license: 3 Test date: Dec-2007
Test sponsor: Hewlett-Packard Company Hardware Availability: Sep-2007
Tested by: Hewlett-Packard Company Software Availability: Nov-2007

Peak Optimization Flags (Continued)
 482.sphinx3: -fast -unroll2

C++ benchmarks: 

 444.namd: -prof-gen(pass 1) -prof-use(pass 2) -fast -fno-alias 
-auto-ilp32

 447.dealII: -prof-gen(pass 1) -prof-use(pass 2) -fast -unroll2 
-ansi-alias -scalar-rep-

 450.soplex: -prof-gen(pass 1) -prof-use(pass 2) -fast 
-opt-malloc-options=3

 453.povray: -prof-gen(pass 1) -prof-use(pass 2) -fast -unroll4 
-ansi-alias

Fortran benchmarks: 

 410.bwaves: -fast -prefetch

 416.gamess: -prof-gen(pass 1) -prof-use(pass 2) -fast -unroll2 -Ob0 
-ansi-alias -scalar-rep-

 434.zeusmp: -prof-gen(pass 1) -prof-use(pass 2) -fast

 437.leslie3d: -prof-gen(pass 1) -prof-use(pass 2) -fast -prefetch 
-opt-malloc-options=3

 459.GemsFDTD: -prof-gen(pass 1) -prof-use(pass 2) -fast -unroll2 -Ob0 
-prefetch

 465.tonto: -prof-gen(pass 1) -prof-use(pass 2) -fast -unroll4 -auto

Benchmarks using both Fortran and C: 

 435.gromacs: -prof-gen(pass 1) -prof-use(pass 2) -fast -prefetch 
-auto-ilp32

 436.cactusADM: -prof-gen(pass 1) -prof-use(pass 2) -fast -unroll2 
-prefetch -parallel -auto-ilp32

 454.calculix: -fast -unroll-aggressive -auto-ilp32

 481.wrf: -fast -auto-ilp32

The flags file that was used to format this result can be browsed at
http://www.spec.org/cpu2006/flags/HP-Intel-ic10.1-linux-fp-flags.html
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http://www.spec.org/cpu2006/results/res2008q1/cpu2006-20071220-02897.flags.html#user_peakOPTIMIZE437_leslie3d_f-fast
http://www.spec.org/cpu2006/results/res2008q1/cpu2006-20071220-02897.flags.html#user_peakOPTIMIZE437_leslie3d_f-prefetch
http://www.spec.org/cpu2006/results/res2008q1/cpu2006-20071220-02897.flags.html#user_peakOPTIMIZE437_leslie3d_f-opt-malloc-options_13ab9b803cf986b4ee62f0a5998c2238
http://www.spec.org/cpu2006/results/res2008q1/cpu2006-20071220-02897.flags.html#user_peakPASS1_FFLAGSPASS1_LDFLAGS459_GemsFDTD_prof_gen_e43856698f6ca7b7e442dfd80e94a8fc
http://www.spec.org/cpu2006/results/res2008q1/cpu2006-20071220-02897.flags.html#user_peakPASS2_FFLAGSPASS2_LDFLAGS459_GemsFDTD_prof_use_bccf7792157ff70d64e32fe3e1250b55
http://www.spec.org/cpu2006/results/res2008q1/cpu2006-20071220-02897.flags.html#user_peakOPTIMIZE459_GemsFDTD_f-fast
http://www.spec.org/cpu2006/results/res2008q1/cpu2006-20071220-02897.flags.html#user_peakOPTIMIZE459_GemsFDTD_f-unroll_n_784dae83bebfb236979b41d2422d7ec2
http://www.spec.org/cpu2006/results/res2008q1/cpu2006-20071220-02897.flags.html#user_peakOPTIMIZE459_GemsFDTD_f-Ob_n_fbe6f6428adb7d4b74b1e99bb2444c2d
http://www.spec.org/cpu2006/results/res2008q1/cpu2006-20071220-02897.flags.html#user_peakOPTIMIZE459_GemsFDTD_f-prefetch
http://www.spec.org/cpu2006/results/res2008q1/cpu2006-20071220-02897.flags.html#user_peakPASS1_FFLAGSPASS1_LDFLAGS465_tonto_prof_gen_e43856698f6ca7b7e442dfd80e94a8fc
http://www.spec.org/cpu2006/results/res2008q1/cpu2006-20071220-02897.flags.html#user_peakPASS2_FFLAGSPASS2_LDFLAGS465_tonto_prof_use_bccf7792157ff70d64e32fe3e1250b55
http://www.spec.org/cpu2006/results/res2008q1/cpu2006-20071220-02897.flags.html#user_peakOPTIMIZE465_tonto_f-fast
http://www.spec.org/cpu2006/results/res2008q1/cpu2006-20071220-02897.flags.html#user_peakOPTIMIZE465_tonto_f-unroll_n_4e5e4ed65b7fd20bdcd365bec371b81f
http://www.spec.org/cpu2006/results/res2008q1/cpu2006-20071220-02897.flags.html#user_peakOPTIMIZE465_tonto_f-auto
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#BenchmarksusingbothFortranandC
http://www.spec.org/cpu2006/results/res2008q1/cpu2006-20071220-02897.flags.html#user_peakPASS1_CFLAGSPASS1_FFLAGSPASS1_LDFLAGS435_gromacs_prof_gen_e43856698f6ca7b7e442dfd80e94a8fc
http://www.spec.org/cpu2006/results/res2008q1/cpu2006-20071220-02897.flags.html#user_peakPASS2_CFLAGSPASS2_FFLAGSPASS2_LDFLAGS435_gromacs_prof_use_bccf7792157ff70d64e32fe3e1250b55
http://www.spec.org/cpu2006/results/res2008q1/cpu2006-20071220-02897.flags.html#user_peakOPTIMIZE435_gromacs_f-fast
http://www.spec.org/cpu2006/results/res2008q1/cpu2006-20071220-02897.flags.html#user_peakOPTIMIZE435_gromacs_f-prefetch
http://www.spec.org/cpu2006/results/res2008q1/cpu2006-20071220-02897.flags.html#user_peakCOPTIMIZE435_gromacs_f-auto-ilp32
http://www.spec.org/cpu2006/results/res2008q1/cpu2006-20071220-02897.flags.html#user_peakPASS1_CFLAGSPASS1_FFLAGSPASS1_LDFLAGS436_cactusADM_prof_gen_e43856698f6ca7b7e442dfd80e94a8fc
http://www.spec.org/cpu2006/results/res2008q1/cpu2006-20071220-02897.flags.html#user_peakPASS2_CFLAGSPASS2_FFLAGSPASS2_LDFLAGS436_cactusADM_prof_use_bccf7792157ff70d64e32fe3e1250b55
http://www.spec.org/cpu2006/results/res2008q1/cpu2006-20071220-02897.flags.html#user_peakOPTIMIZE436_cactusADM_f-fast
http://www.spec.org/cpu2006/results/res2008q1/cpu2006-20071220-02897.flags.html#user_peakOPTIMIZE436_cactusADM_f-unroll_n_784dae83bebfb236979b41d2422d7ec2
http://www.spec.org/cpu2006/results/res2008q1/cpu2006-20071220-02897.flags.html#user_peakOPTIMIZE436_cactusADM_f-prefetch
http://www.spec.org/cpu2006/results/res2008q1/cpu2006-20071220-02897.flags.html#user_peakOPTIMIZE436_cactusADM_f-parallel
http://www.spec.org/cpu2006/results/res2008q1/cpu2006-20071220-02897.flags.html#user_peakCOPTIMIZE436_cactusADM_f-auto-ilp32
http://www.spec.org/cpu2006/results/res2008q1/cpu2006-20071220-02897.flags.html#user_peakOPTIMIZE454_calculix_f-fast
http://www.spec.org/cpu2006/results/res2008q1/cpu2006-20071220-02897.flags.html#user_peakOPTIMIZE454_calculix_f-unroll-aggressive
http://www.spec.org/cpu2006/results/res2008q1/cpu2006-20071220-02897.flags.html#user_peakCOPTIMIZE454_calculix_f-auto-ilp32
http://www.spec.org/cpu2006/results/res2008q1/cpu2006-20071220-02897.flags.html#user_peakOPTIMIZE481_wrf_f-fast
http://www.spec.org/cpu2006/results/res2008q1/cpu2006-20071220-02897.flags.html#user_peakCOPTIMIZE481_wrf_f-auto-ilp32
http://www.spec.org/cpu2006/flags/HP-Intel-ic10.1-linux-fp-flags.html
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Hewlett-Packard Company
(2.93 GHz, Intel Xeon processor X7350)
ProLiant DL580 G5
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CPU2006 license: 3 Test date: Dec-2007
Test sponsor: Hewlett-Packard Company Hardware Availability: Sep-2007
Tested by: Hewlett-Packard Company Software Availability: Nov-2007
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