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Hardware
CPU Name: Intel Xeon E5405
CPU Characteristics: 2.00 GHz, 2x6 MB L2 shared, 1333 MHz bus
CPU MHz: 2000
FPU: Integrated
CPU(s) enabled: 8 cores, 2 chips, 4 cores/chip
CPU(s) orderable: 1,2 chips
Primary Cache: 32 KB I + 32 KB D on chip per core
Secondary Cache: 12 MB I+D on chip per chip, 6 MB shared / 2 cores

Software
Operating System: SUSE Linux Enterprise Server 10 (x86_64) SP1,

Kernel 2.6.16.46-0.12-smp
Compiler: Intel C++ and Fortran Compiler for Linux32 and

Linux64
version 10.1 Build 20070913 Package ID:
l_cc_p_10.1.008,
l_fc_p_10.1.008

Auto Parallel: Yes
File System: ext2
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L3 Cache: None
Other Cache: None
Memory: 16 GB (4x4 GB PC2-5300F, 2 rank, CL5-5-5, ECC)

Disk Subsystem: 1x73.2 GB SAS, 10000RPM
Other Hardware: None

System State: Run level 3 (multi-user)
Base Pointers: 64-bit
Peak Pointers: 32/64-bit
Other Software: binutils-2.17.tar.gz, Version 2.17

Results Table

Benchmark Copies Seconds Ratio Seconds Ratio Seconds Ratio
Base

Copies Seconds Ratio Seconds Ratio Seconds Ratio
Peak

410.bwaves 8 3221 33.8 3217 33.8 3220 33.8 4 1579 34.4 1580 34.4 1579 34.4

416.gamess 8 1333 117 1337 117 1333 118 8 1312 119 1321 119 1313 119

433.milc 8 3406 21.6 3405 21.6 3405 21.6 8 3293 22.3 3295 22.3 3292 22.3

434.zeusmp 8 1100 66.2 1106 65.8 1095 66.5 8 1092 66.7 1089 66.8 1091 66.7

435.gromacs 8 562 102 564 101 560 102 8 553 103 552 103 554 103

436.cactusADM 8 1401 68.2 1398 68.4 1404 68.1 1 142 84.2 143 83.6 141 84.9

437.leslie3d 8 2869 26.2 2872 26.2 2867 26.2 8 2817 26.7 2818 26.7 2814 26.7

444.namd 8 757 84.8 761 84.3 756 84.8 8 753 85.2 752 85.3 751 85.4

447.dealII 8 841 109 838 109 795 115 8 755 121 794 115 757 121

450.soplex 8 1997 33.4 1999 33.4 1999 33.4 8 1804 37.0 1799 37.1 1806 36.9

453.povray 8 320 133 318 134 317 134 8 273 156 271 157 270 158

454.calculix 8 778 84.8 776 85.0 773 85.4 8 538 123 544 121 540 122

459.GemsFDTD 8 3444 24.6 3449 24.6 3455 24.6 8 3360 25.3 3353 25.3 3353 25.3

465.tonto 8 835 94.3 831 94.7 834 94.4 8 817 96.3 816 96.4 815 96.6

470.lbm 8 4489 24.5 4480 24.5 4480 24.5 2 791 34.7 790 34.8 790 34.8

481.wrf 8 1737 51.4 1740 51.3 1737 51.4 8 1735 51.5 1746 51.2 1740 51.3

482.sphinx3 8 2895 53.9 2901 53.7 2919 53.4 4 1038 75.1 1040 75.0 1041 74.9

Results appear in the order in which they were run. Bold underlined text indicates a median measurement.

Operating System Notes
 'ulimit -s unlimited' was used to set the stacksize to unlimited prior to run
 '/usr/bin/taskset' used to bind processes to CPUs
  OMP_NUM_THREADS set to number of cores

General Notes
All benchmarks compiled in 64-bit mode except 437.leslie3d,
450.soplex, 470.lbm and 482.sphinx3, for peak, are
compiled in 32-bit mode
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Base Compiler Invocation
C benchmarks: 

icc

C++ benchmarks: 
icpc

Fortran benchmarks: 
ifort

Benchmarks using both Fortran and C: 
icc ifort

Base Portability Flags
 410.bwaves: -DSPEC_CPU_LP64
 416.gamess: -DSPEC_CPU_LP64

 433.milc: -DSPEC_CPU_LP64
 434.zeusmp: -DSPEC_CPU_LP64

 435.gromacs: -DSPEC_CPU_LP64 -nofor_main
 436.cactusADM: -DSPEC_CPU_LP64 -nofor_main

 437.leslie3d: -DSPEC_CPU_LP64
 444.namd: -DSPEC_CPU_LP64
 447.dealII: -DSPEC_CPU_LP64

 450.soplex: -DSPEC_CPU_LP64
 453.povray: -DSPEC_CPU_LP64

 454.calculix: -DSPEC_CPU_LP64 -nofor_main
 459.GemsFDTD: -DSPEC_CPU_LP64

 465.tonto: -DSPEC_CPU_LP64
 470.lbm: -DSPEC_CPU_LP64
 481.wrf: -DSPEC_CPU_LP64 -DSPEC_CPU_CASE_FLAG -DSPEC_CPU_LINUX

 482.sphinx3: -DSPEC_CPU_LP64

Base Optimization Flags
C benchmarks: 

-fast

C++ benchmarks: 
-fast

Fortran benchmarks: 
-fast

Benchmarks using both Fortran and C: 
-fast
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Peak Compiler Invocation
C benchmarks (except as noted below): 

/opt/intel/cc/10.1.008/bin/icc -L/opt/intel/cc/10.1.008/lib 
-I/opt/intel/cc/10.1.008/include

 433.milc: icc

C++ benchmarks (except as noted below): 
icpc

 450.soplex: /opt/intel/cc/10.1.008/bin/icpc -L/opt/intel/cc/10.1.008/lib 
-I/opt/intel/cc/10.1.008/include

Fortran benchmarks (except as noted below): 
ifort

 437.leslie3d: /opt/intel/fc/10.1.008/bin/ifort -L/opt/intel/fc/10.1.008/lib 
-I/opt/intel/fc/10.1.008/include

Benchmarks using both Fortran and C: 
icc ifort

Peak Portability Flags
 410.bwaves: -DSPEC_CPU_LP64
 416.gamess: -DSPEC_CPU_LP64

 433.milc: -DSPEC_CPU_LP64
 434.zeusmp: -DSPEC_CPU_LP64

 435.gromacs: -DSPEC_CPU_LP64 -nofor_main
 436.cactusADM: -DSPEC_CPU_LP64 -nofor_main

 444.namd: -DSPEC_CPU_LP64
 447.dealII: -DSPEC_CPU_LP64

 453.povray: -DSPEC_CPU_LP64
 454.calculix: -DSPEC_CPU_LP64 -nofor_main

 459.GemsFDTD: -DSPEC_CPU_LP64
 465.tonto: -DSPEC_CPU_LP64

 481.wrf: -DSPEC_CPU_LP64 -DSPEC_CPU_CASE_FLAG -DSPEC_CPU_LINUX

Peak Optimization Flags
C benchmarks: 

 433.milc: -prof-gen(pass 1) -prof-use(pass 2) -fast -fno-alias 
-auto-ilp32

 470.lbm: -prof-gen(pass 1) -prof-use(pass 2) -fast -unroll2 
-scalar-rep- -prefetch -opt-malloc-options=3

Continued on next page
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Peak Optimization Flags (Continued)
 482.sphinx3: -fast -unroll2

C++ benchmarks: 

 444.namd: -prof-gen(pass 1) -prof-use(pass 2) -fast -fno-alias 
-auto-ilp32

 447.dealII: -prof-gen(pass 1) -prof-use(pass 2) -fast -unroll2 
-ansi-alias -scalar-rep-

 450.soplex: -prof-gen(pass 1) -prof-use(pass 2) -fast 
-opt-malloc-options=3

 453.povray: -prof-gen(pass 1) -prof-use(pass 2) -fast -unroll4 
-ansi-alias

Fortran benchmarks: 

 410.bwaves: -fast -prefetch

 416.gamess: -prof-gen(pass 1) -prof-use(pass 2) -fast -unroll2 -Ob0 
-ansi-alias -scalar-rep-

 434.zeusmp: -prof-gen(pass 1) -prof-use(pass 2) -fast

 437.leslie3d: -prof-gen(pass 1) -prof-use(pass 2) -fast -prefetch 
-opt-malloc-options=3

 459.GemsFDTD: -prof-gen(pass 1) -prof-use(pass 2) -fast -unroll2 -Ob0 
-prefetch

 465.tonto: -prof-gen(pass 1) -prof-use(pass 2) -fast -unroll4 -auto

Benchmarks using both Fortran and C: 

 435.gromacs: -prof-gen(pass 1) -prof-use(pass 2) -fast -prefetch 
-auto-ilp32

 436.cactusADM: -prof-gen(pass 1) -prof-use(pass 2) -fast -unroll2 
-prefetch -parallel -auto-ilp32

 454.calculix: -fast -unroll-aggressive -auto-ilp32

 481.wrf: -fast -auto-ilp32

The flags file that was used to format this result can be browsed at
http://www.spec.org/cpu2006/flags/NEC-Intel-ic10.1-FP-intel64-linux-flags.20090714.02.html
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http://www.spec.org/cpu2006/results/res2008q1/cpu2006-20080217-03377.flags.html#user_peakOPTIMIZE437_leslie3d_f-opt-malloc-options_13ab9b803cf986b4ee62f0a5998c2238
http://www.spec.org/cpu2006/results/res2008q1/cpu2006-20080217-03377.flags.html#user_peakPASS1_FFLAGSPASS1_LDFLAGS459_GemsFDTD_prof_gen_e43856698f6ca7b7e442dfd80e94a8fc
http://www.spec.org/cpu2006/results/res2008q1/cpu2006-20080217-03377.flags.html#user_peakPASS2_FFLAGSPASS2_LDFLAGS459_GemsFDTD_prof_use_bccf7792157ff70d64e32fe3e1250b55
http://www.spec.org/cpu2006/results/res2008q1/cpu2006-20080217-03377.flags.html#user_peakOPTIMIZE459_GemsFDTD_f-fast
http://www.spec.org/cpu2006/results/res2008q1/cpu2006-20080217-03377.flags.html#user_peakOPTIMIZE459_GemsFDTD_f-unroll_784dae83bebfb236979b41d2422d7ec2
http://www.spec.org/cpu2006/results/res2008q1/cpu2006-20080217-03377.flags.html#user_peakOPTIMIZE459_GemsFDTD_f-Ob_n_fbe6f6428adb7d4b74b1e99bb2444c2d
http://www.spec.org/cpu2006/results/res2008q1/cpu2006-20080217-03377.flags.html#user_peakOPTIMIZE459_GemsFDTD_f-prefetch
http://www.spec.org/cpu2006/results/res2008q1/cpu2006-20080217-03377.flags.html#user_peakPASS1_FFLAGSPASS1_LDFLAGS465_tonto_prof_gen_e43856698f6ca7b7e442dfd80e94a8fc
http://www.spec.org/cpu2006/results/res2008q1/cpu2006-20080217-03377.flags.html#user_peakPASS2_FFLAGSPASS2_LDFLAGS465_tonto_prof_use_bccf7792157ff70d64e32fe3e1250b55
http://www.spec.org/cpu2006/results/res2008q1/cpu2006-20080217-03377.flags.html#user_peakOPTIMIZE465_tonto_f-fast
http://www.spec.org/cpu2006/results/res2008q1/cpu2006-20080217-03377.flags.html#user_peakOPTIMIZE465_tonto_f-unroll_4e5e4ed65b7fd20bdcd365bec371b81f
http://www.spec.org/cpu2006/results/res2008q1/cpu2006-20080217-03377.flags.html#user_peakOPTIMIZE465_tonto_f-auto
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#BenchmarksusingbothFortranandC
http://www.spec.org/cpu2006/results/res2008q1/cpu2006-20080217-03377.flags.html#user_peakPASS1_CFLAGSPASS1_FFLAGSPASS1_LDFLAGS435_gromacs_prof_gen_e43856698f6ca7b7e442dfd80e94a8fc
http://www.spec.org/cpu2006/results/res2008q1/cpu2006-20080217-03377.flags.html#user_peakPASS2_CFLAGSPASS2_FFLAGSPASS2_LDFLAGS435_gromacs_prof_use_bccf7792157ff70d64e32fe3e1250b55
http://www.spec.org/cpu2006/results/res2008q1/cpu2006-20080217-03377.flags.html#user_peakOPTIMIZE435_gromacs_f-fast
http://www.spec.org/cpu2006/results/res2008q1/cpu2006-20080217-03377.flags.html#user_peakOPTIMIZE435_gromacs_f-prefetch
http://www.spec.org/cpu2006/results/res2008q1/cpu2006-20080217-03377.flags.html#user_peakCOPTIMIZE435_gromacs_f-auto-ilp32
http://www.spec.org/cpu2006/results/res2008q1/cpu2006-20080217-03377.flags.html#user_peakPASS1_CFLAGSPASS1_FFLAGSPASS1_LDFLAGS436_cactusADM_prof_gen_e43856698f6ca7b7e442dfd80e94a8fc
http://www.spec.org/cpu2006/results/res2008q1/cpu2006-20080217-03377.flags.html#user_peakPASS2_CFLAGSPASS2_FFLAGSPASS2_LDFLAGS436_cactusADM_prof_use_bccf7792157ff70d64e32fe3e1250b55
http://www.spec.org/cpu2006/results/res2008q1/cpu2006-20080217-03377.flags.html#user_peakOPTIMIZE436_cactusADM_f-fast
http://www.spec.org/cpu2006/results/res2008q1/cpu2006-20080217-03377.flags.html#user_peakOPTIMIZE436_cactusADM_f-unroll_784dae83bebfb236979b41d2422d7ec2
http://www.spec.org/cpu2006/results/res2008q1/cpu2006-20080217-03377.flags.html#user_peakOPTIMIZE436_cactusADM_f-prefetch
http://www.spec.org/cpu2006/results/res2008q1/cpu2006-20080217-03377.flags.html#user_peakOPTIMIZE436_cactusADM_f-parallel
http://www.spec.org/cpu2006/results/res2008q1/cpu2006-20080217-03377.flags.html#user_peakCOPTIMIZE436_cactusADM_f-auto-ilp32
http://www.spec.org/cpu2006/results/res2008q1/cpu2006-20080217-03377.flags.html#user_peakOPTIMIZE454_calculix_f-fast
http://www.spec.org/cpu2006/results/res2008q1/cpu2006-20080217-03377.flags.html#user_peakOPTIMIZE454_calculix_f-unroll-aggressive
http://www.spec.org/cpu2006/results/res2008q1/cpu2006-20080217-03377.flags.html#user_peakCOPTIMIZE454_calculix_f-auto-ilp32
http://www.spec.org/cpu2006/results/res2008q1/cpu2006-20080217-03377.flags.html#user_peakOPTIMIZE481_wrf_f-fast
http://www.spec.org/cpu2006/results/res2008q1/cpu2006-20080217-03377.flags.html#user_peakCOPTIMIZE481_wrf_f-auto-ilp32
http://www.spec.org/cpu2006/flags/NEC-Intel-ic10.1-FP-intel64-linux-flags.20090714.02.html
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NEC Corporation
(Intel Xeon E5405)
Express5800/120Bb-6

SPECfp_rate2006 = 62.5

SPECfp_rate_base2006 = 56.3
CPU2006 license: 9006 Test date: Feb-2008
Test sponsor: NEC Corporation Hardware Availability: Feb-2008
Tested by: NEC Corporation Software Availability: Nov-2007

You can also download the XML flags source by saving the following link:
http://www.spec.org/cpu2006/flags/NEC-Intel-ic10.1-FP-intel64-linux-flags.20090714.02.xml

Originally published on  7 March 2008.
Report generated on Tue Jul 22 15:40:21 2014 by SPEC CPU2006 PS/PDF formatter v6932.
Tested with SPEC CPU2006 v1.0.

For other inquiries, please contact webmaster@spec.org.
For questions about this result, please contact the tester.
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