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Hardware
CPU Name: Intel Xeon X7560
CPU Characteristics: Intel Turbo Boost Technology up to 2.66 GHz
CPU MHz: 2267
FPU: Integrated
CPU(s) enabled: 32 cores, 4 chips, 8 cores/chip, 2 threads/core
CPU(s) orderable: 2,4 chips
Primary Cache: 32 KB I + 32 KB D on chip per core
Secondary Cache: 256 KB I+D on chip per core
L3 Cache: 24 MB I+D on chip per chip
Other Cache: None
Memory: 256 GB (64 x 4 GB PC3-10600R, 2 rank, CL9, ECC,

running at 1066 MHz)

Disk Subsystem: 1x300 GB SAS, 10000 RPM
Other Hardware: None

Software
Operating System: SUSE Linux Enterprise Server 11 (x86_64),

Kernel 2.6.27.19-5-default
Compiler: Intel C++ Professional Compiler for IA32 and

Intel 64, Version 11.1
Build 20091130 Package ID: l_cproc_p_11.1.064

Auto Parallel: No
File System: ext3
System State: Run level 3 (multi-user)
Base Pointers: 32-bit
Peak Pointers: 32/64-bit
Other Software: Microquill SmartHeap V8.1
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Results Table

Benchmark Copies Seconds Ratio Seconds Ratio Seconds Ratio
Base

Copies Seconds Ratio Seconds Ratio Seconds Ratio
Peak

400.perlbench 64 983 636 980 638 982 637 64 818 764 818 765 844 741

401.bzip2 64 1328 465 1327 465 1329 465 64 1263 489 1260 490 1262 489

403.gcc 64 910 566 913 564 914 563 64 914 563 912 565 919 560

429.mcf 64 687 850 688 848 689 847 64 689 847 687 850 687 850

445.gobmk 64 915 734 919 731 915 734 64 841 798 841 798 839 800

456.hmmer 64 591 1010 587 1020 589 1010 64 458 1300 458 1300 458 1300

458.sjeng 64 1159 668 1160 668 1161 667 64 1058 732 1055 734 1056 734

462.libquantum 64 778 1710 778 1700 777 1710 64 776 1710 777 1710 777 1710

464.h264ref 64 1494 948 1514 936 1537 922 64 1485 954 1479 958 1490 950

471.omnetpp 64 832 481 833 480 832 481 64 759 527 762 525 760 526

473.astar 64 999 450 999 450 1003 448 64 907 495 906 496 906 496

483.xalancbmk 64 573 771 574 770 574 769 64 573 771 574 770 574 769

Results appear in the order in which they were run. Bold underlined text indicates a median measurement.

Submit Notes
The config file option 'submit' was used.
 numactl was used to bind copies to the cores

Operating System Notes
 'ulimit -s unlimited' was used to set the stacksize to unlimited prior to run

Platform Notes
 BIOS setting:
 Performance/Watt: Traditional

Base Compiler Invocation
C benchmarks: 

icc  -m32

C++ benchmarks: 
icpc -m32
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Base Portability Flags
 400.perlbench: -DSPEC_CPU_LINUX_IA32

 462.libquantum: -DSPEC_CPU_LINUX
 483.xalancbmk: -DSPEC_CPU_LINUX

Base Optimization Flags
C benchmarks: 

-xSSE4.2 -ipo -O3 -no-prec-div -static -opt-prefetch

C++ benchmarks: 
-xSSE4.2 -ipo -O3 -no-prec-div -opt-prefetch -Wl,-z,muldefs 
-L/opt/SmartHeap_8.1/lib -lsmartheap

Base Other Flags
C benchmarks: 

 403.gcc: -Dalloca=_alloca

Peak Compiler Invocation
C benchmarks (except as noted below): 

icc  -m32

 401.bzip2: icc -m64

 456.hmmer: icc -m64

 458.sjeng: icc -m64

 462.libquantum: icc -m64

C++ benchmarks (except as noted below): 
icpc -m32

 473.astar: icpc -m64

Peak Portability Flags
 400.perlbench: -DSPEC_CPU_LINUX_IA32

 401.bzip2: -DSPEC_CPU_LP64

Continued on next page

mailto:info@spec.org
http://www.spec.org/
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#SPECCINT2006Result
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#SPECintrate2006
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#SPECintratebase2006
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#CPU2006license
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#Testdate
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#Testsponsor
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#HardwareAvailability
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#Testedby
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#SoftwareAvailability
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#BasePortabilityFlags
http://www.spec.org/cpu2006/results/res2010q3/cpu2006-20100705-12173.flags.html#b400.perlbench_baseCPORTABILITY_DSPEC_CPU_LINUX_IA32
http://www.spec.org/cpu2006/results/res2010q3/cpu2006-20100705-12173.flags.html#b462.libquantum_baseCPORTABILITY_DSPEC_CPU_LINUX
http://www.spec.org/cpu2006/results/res2010q3/cpu2006-20100705-12173.flags.html#b483.xalancbmk_baseCXXPORTABILITY_DSPEC_CPU_LINUX
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#BaseOptimizationFlags
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#Cbenchmarks
http://www.spec.org/cpu2006/results/res2010q3/cpu2006-20100705-12173.flags.html#user_CCbase_f-xSSE42_f91528193cf0b216347adb8b939d4107
http://www.spec.org/cpu2006/results/res2010q3/cpu2006-20100705-12173.flags.html#user_CCbase_f-ipo
http://www.spec.org/cpu2006/results/res2010q3/cpu2006-20100705-12173.flags.html#user_CCbase_f-O3
http://www.spec.org/cpu2006/results/res2010q3/cpu2006-20100705-12173.flags.html#user_CCbase_f-no-prec-div
http://www.spec.org/cpu2006/results/res2010q3/cpu2006-20100705-12173.flags.html#user_CCbase_f-static
http://www.spec.org/cpu2006/results/res2010q3/cpu2006-20100705-12173.flags.html#user_CCbase_f-opt-prefetch
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#CXXbenchmarks
http://www.spec.org/cpu2006/results/res2010q3/cpu2006-20100705-12173.flags.html#user_CXXbase_f-xSSE42_f91528193cf0b216347adb8b939d4107
http://www.spec.org/cpu2006/results/res2010q3/cpu2006-20100705-12173.flags.html#user_CXXbase_f-ipo
http://www.spec.org/cpu2006/results/res2010q3/cpu2006-20100705-12173.flags.html#user_CXXbase_f-O3
http://www.spec.org/cpu2006/results/res2010q3/cpu2006-20100705-12173.flags.html#user_CXXbase_f-no-prec-div
http://www.spec.org/cpu2006/results/res2010q3/cpu2006-20100705-12173.flags.html#user_CXXbase_f-opt-prefetch
http://www.spec.org/cpu2006/results/res2010q3/cpu2006-20100705-12173.flags.html#user_CXXbase_link_force_multiple1_74079c344b956b9658436fd1b6dd3a8a
http://www.spec.org/cpu2006/results/res2010q3/cpu2006-20100705-12173.flags.html#user_CXXbase_SmartHeap_d5ba4dfc9de25d3c657c7de7476e66c5
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#BaseOtherFlags
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#Cbenchmarks
http://www.spec.org/cpu2006/results/res2010q3/cpu2006-20100705-12173.flags.html#b403.gcc_baseEXTRA_CFLAGS_Dalloca_be3056838c12de2578596ca5467af7f3
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#PeakCompilerInvocation
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#Cbenchmarksexceptasnotedbelow
http://www.spec.org/cpu2006/results/res2010q3/cpu2006-20100705-12173.flags.html#user_CCpeak_intel_icc_32bit_5ff4a39e364c98233615fdd38438c6f2
http://www.spec.org/cpu2006/results/res2010q3/cpu2006-20100705-12173.flags.html#user_peakCCLD401_bzip2_intel_icc_64bit_bda6cc9af1fdbb0edc3795bac97ada53
http://www.spec.org/cpu2006/results/res2010q3/cpu2006-20100705-12173.flags.html#user_peakCCLD456_hmmer_intel_icc_64bit_bda6cc9af1fdbb0edc3795bac97ada53
http://www.spec.org/cpu2006/results/res2010q3/cpu2006-20100705-12173.flags.html#user_peakCCLD458_sjeng_intel_icc_64bit_bda6cc9af1fdbb0edc3795bac97ada53
http://www.spec.org/cpu2006/results/res2010q3/cpu2006-20100705-12173.flags.html#user_peakCCLD462_libquantum_intel_icc_64bit_bda6cc9af1fdbb0edc3795bac97ada53
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#CXXbenchmarksexceptasnotedbelow
http://www.spec.org/cpu2006/results/res2010q3/cpu2006-20100705-12173.flags.html#user_CXXpeak_intel_icpc_32bit_4e5a5ef1a53fd332b3c49e69c3330699
http://www.spec.org/cpu2006/results/res2010q3/cpu2006-20100705-12173.flags.html#user_peakCXXLD473_astar_intel_icpc_64bit_fc66a5337ce925472a5c54ad6a0de310
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#PeakPortabilityFlags
http://www.spec.org/cpu2006/results/res2010q3/cpu2006-20100705-12173.flags.html#b400.perlbench_peakCPORTABILITY_DSPEC_CPU_LINUX_IA32
http://www.spec.org/cpu2006/results/res2010q3/cpu2006-20100705-12173.flags.html#suite_peakCPORTABILITY401_bzip2_DSPEC_CPU_LP64


Standard Performance Evaluation Corporation
info@spec.org

http://www.spec.org/
Page 4

spec
SPEC CINT2006 Result

Copyright 2006-2014 Standard Performance Evaluation Corporation

NEC Corporation
(Intel Xeon X7560)
Express5800/R140b-4

SPECint_rate2006 = 772

SPECint_rate_base2006 = 718
CPU2006 license: 9006 Test date: Jun-2010
Test sponsor: NEC Corporation Hardware Availability: Aug-2010
Tested by: NEC Corporation Software Availability: Dec-2009

Peak Portability Flags (Continued)
 456.hmmer: -DSPEC_CPU_LP64

 458.sjeng: -DSPEC_CPU_LP64
 462.libquantum: -DSPEC_CPU_LP64 -DSPEC_CPU_LINUX

 473.astar: -DSPEC_CPU_LP64
 483.xalancbmk: -DSPEC_CPU_LINUX

Peak Optimization Flags
C benchmarks: 

 400.perlbench: -xSSE4.2(pass 2) -prof-gen(pass 1) -ipo(pass 2) 
-O3(pass 2) -no-prec-div(pass 2) -static(pass 2) 
-prof-use(pass 2) -ansi-alias

 401.bzip2: -xSSE4.2(pass 2) -prof-gen(pass 1) -ipo(pass 2) 
-O3(pass 2) -no-prec-div(pass 2) -static(pass 2) 
-prof-use(pass 2) -opt-prefetch -ansi-alias -auto-ilp32

 403.gcc: -xSSE4.2 -ipo -O3 -no-prec-div -static

 429.mcf: -xSSE4.2 -ipo -O3 -no-prec-div -static -opt-prefetch

 445.gobmk: -xSSE4.2(pass 2) -prof-gen(pass 1) -prof-use(pass 2) -O2 
-ipo -no-prec-div -ansi-alias

 456.hmmer: -xSSE4.2 -ipo -O3 -no-prec-div -static -unroll2 
-ansi-alias -auto-ilp32

 458.sjeng: -xSSE4.2(pass 2) -prof-gen(pass 1) -ipo(pass 2) 
-O3(pass 2) -no-prec-div(pass 2) -static(pass 2) 
-prof-use(pass 2) -unroll4 -auto-ilp32

 462.libquantum: -xSSE4.2 -ipo -O3 -no-prec-div -static -auto-ilp32 
-opt-prefetch

 464.h264ref: -xSSE4.2(pass 2) -prof-gen(pass 1) -ipo(pass 2) 
-O3(pass 2) -no-prec-div(pass 2) -static(pass 2) 
-prof-use(pass 2) -unroll2 -ansi-alias

C++ benchmarks: 

 471.omnetpp: -xSSE4.2(pass 2) -prof-gen(pass 1) -ipo(pass 2) 
-O3(pass 2) -no-prec-div(pass 2) -prof-use(pass 2) 
-ansi-alias -opt-ra-region-strategy=block -Wl,-z,muldefs 
-L/opt/SmartHeap_8.1/lib -lsmartheap

 473.astar: -xSSE4.2(pass 2) -prof-gen(pass 1) -ipo(pass 2) 
-O3(pass 2) -no-prec-div(pass 2) -prof-use(pass 2) 
-ansi-alias -opt-ra-region-strategy=routine -Wl,-z,muldefs 

Continued on next page
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NEC Corporation
(Intel Xeon X7560)
Express5800/R140b-4

SPECint_rate2006 = 772

SPECint_rate_base2006 = 718
CPU2006 license: 9006 Test date: Jun-2010
Test sponsor: NEC Corporation Hardware Availability: Aug-2010
Tested by: NEC Corporation Software Availability: Dec-2009

Peak Optimization Flags (Continued)
 473.astar (continued):

-L/opt/SmartHeap_8.1/lib64 -lsmartheap64

 483.xalancbmk: basepeak = yes

Peak Other Flags
C benchmarks: 

 403.gcc: -Dalloca=_alloca

The flags file that was used to format this result can be browsed at
http://www.spec.org/cpu2006/flags/Intel-ic11.1-linux64-revE.20100721.html

You can also download the XML flags source by saving the following link:
http://www.spec.org/cpu2006/flags/Intel-ic11.1-linux64-revE.20100721.xml

Originally published on 20 July 2010.
Report generated on Wed Jul 23 11:37:24 2014 by SPEC CPU2006 PS/PDF formatter v6932.
Tested with SPEC CPU2006 v1.1.

For other inquiries, please contact webmaster@spec.org.
For questions about this result, please contact the tester.
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